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	First change


7.2.37
Change-Condition AVP

The Change-Condition AVP (AVP code 2037) is of type Integer32,  and indicates the change in charging condition: (Qos change, tariff time change …) which causes:

-
sending of  Accounting-request from PCN node
-
volume counts container closing  for an IP-CAN bearer.

-
service data container closing.
The following  values are defined : 

"Normal Release"









0

The "Normal Release" value is used to indicate IP-CAN session termination , IP-CAN bearer release or Service Data Flow Termination
" Abnormal Release "








1

" Qos Change "










2

“Volume Limit”










3

“Time Limit











4

“Serving Node Change”








5 
 

“Serving Node PLMN Change” 
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“User Location Change” 
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“RAT Change”
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“UE TimeZone Change”
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“Tariff Time Change” 
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“Service Idled Out”
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“serviceSpecificUnitLimit”
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“Max Number of Changes in Charging conditions” 
13

" CGI-SAI Change "








14
" RAI Change "
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" ECGI Change "
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" TAI Change "
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" Service Data Volume Limit "
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" Service Data Time Limit "






19

“Management Intervention”






20

“Service Stop”
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“User CSG Information Change”




22

 “IPv4 address change”


23
	Next change


7.2.189
Service-Data-Container AVP

The Service-Data-Container AVP (AVP code 2040) is of type Grouped. Its purpose is to allow the transmission of the container to be reported for Flow based Charging. On encountering change on charging condition, this container  identifies the volume count (separated for uplink and downlink), elapsed time or number of events, per service data flow identified per rating group or combination of the rating group and service id within an IP-CAN bearer.
It has the following ABNF grammar:

            Service-Data-Container :: =  < AVP Header: 2040>


[ AF-Correlation-Information ]


[ Charging-Rule-Base-Name ]
   [ Accounting-Input-Octets ]
   [ Accounting-Output-Octets ]
   [ Accounting-Input-Packets ]   

   [ Accounting-Output-Packets ]
   [ Local-Sequence-Number ]
   [ QoS-Information ]
   [ Rating-Group ] 
   [ Change-Time ] 
   [ Service-Identifier ] 
   [ Service-Specific-Info ] 
   [ SGSN-Address ] 
   [ Time-First-Usage ]
   [ Time-Last-Usage ]
   [ Time-Usage ]
 *[ Change-Condition]
   [ 3GPP-User-Location-Info ]
   [ 3GPP2-BSID ]
 [ PDP-Address ]
	End of changes
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