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	This specification incorrectly states that the served PDP/PDN address field contains an IPv6 address of the IPv6 type PDN connection, whereas it should be

An IPv6 prefix as defined in 3GPP TS 29.061.  
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	Replaces IPv6 address by IPv6 prefix in the CDR field description.
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5.1.2.2.63
Served PDP Address

This field contains the PDP address of the served IMSI. This is an   IPv4 address in case of PDP type IPv4, or an IPv6 prefix in case of PDP type IPv6 or IPv4v6 . The address for each PDP type is allocated either temporarily or permanently (see "Dynamic Address Flag"). This parameter shall be present except when both the PDP type is PPP and dynamic PDP address assignment is used. 

5.1.2.2.64
Served PDP/PDN Address

This field contains the IP address for the PDN connection (PDP context, IP-CAN bearer). This is an  IPv4 address in case of PDP/PDN Type IPv4, or an IPv6 prefix in case of PDP/PDN Type IPv6 or IPv4v6 . The address for each  PDP/PDN type is allocated either temporarily or permanently (see "Dynamic Address Flag"). This parameter shall be present except when both the Bearer type is PPP and dynamic address assignment is used.
5.1.2.2.64A
Served PDP/PDN Address Extension
This field contains the IPv4 address for the PDN connection (PDP context, IP-CAN bearer) when the dual-stack IPv4v6 PDP/PDN Type is used, and the IPv6 prefix is included in the Served PDP Address or Served PDP/PDN Address. 
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