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	First change


5.1.X
Session Establishment Network Success Rate

a) Session Establishment Network Success Rate
b) This KPI describes the ratio of the sum of number of successful session establishment and the number of failed session establishment due to user’s behaviour factors to the number of attempted session establishment distinguished by originating side and terminating side for IMS network and is used to evaluate accessibility performance provided by IMS network.
If it is calculated by I-CSCF, it includes the successful rate of terminating session establishment of the own subscribers and the outbound roamers.
If it is calculated by P-CSCF, it includes the successful rate of terminating session establishment of the own subscribers and the inbound roamers.
c) This KPI is obtained by the sum of the number of successful session establishments and the number of failed session establishment due to user behaviour factors divided by the number of attempted session establishments for originating side and terminating side respectively for IMS.
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	Next change


A.X
Use case of the session establishment network success rate related KPI
Sometimes unsuccessful session establishment is caused by user's own behaviour which has nothing to do with network performance. Therefore the user behaviour factors should be excluded  to evaluate the real network session establishment success rate. This KPI is focusing on network view different from the KPI, session establishment success rate. Therefore the measurements on the number of release before ringing, UE not found, UE address incomplete and UE busy should be excluded from the failed measurements. This KPI is helpful to evaluate the real network session establishment success rate.
	End of changes
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