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1 3GPP Work Plan status

Percentage of completion:  N/A
Estimated completion date: N/A
Other information (WID update, Rapporteur change, etc): None.
2 Technical Progress status
N/A
3 Minutes
	Tdoc# 
	Title
	Source
	Decision

	S5-120053
	CR R11 DC component of DN string is case insensitive
	Ericsson
	Agreed without comments

	S5-120068
	CR R8 32.425 Correction of E-RAB release related measurements
	Nokia Siemens Networks
	Agreed without comments

	S5-120069
	CR R9 32.425 Correction of E-RAB release related measurements
	Nokia Siemens Networks
	Agreed without comments

	S5-120070
	CR R10 32.425 Correction of E-RAB release related measurements
	Nokia Siemens Networks
	Agreed without comments

	S5-120071
	CR R11 32.425 Correction of E-RAB release related measurements
	Nokia Siemens Networks
	Agreed without comments

	S5-120080
	Discuss Multpile MOs in One Transaction
	Alcatel-Lucent
	Withdrawn

	S5-120081
	Modifiy TS32.602 to create multiple MOs in one transaction
	Alcatel-Lucent
	Withdrawn

	S5-120082
	Modify TS32.607 to create multiple MOs in one transaction
	Alcatel-Lucent
	Withdrawn

	S5-120083
	Extend WSDL in TS32.607 to create multiple MOs in one Transaction
	Alcatel-Lucent
	Withdrawn

	S5-120100
	CR R9 32.125 Discontinue the XML schema extraction
	ETRI
	Agreed without comments

	S5-120101
	CR R8 32.435 Add missing element and content in XML measurement report file
Ericsson: unnecessary space
in front of http:…  in the value for the xmlns attribute of <measCollectFile> element.

ETRI: 

It does not cause syntax error. It can be ignorable.

I will prepare the revision, if you want.

	ETRI
	Revised

	S5-120102
	CR R9 32.435 Add missing element and content in XML measurement report file
See S5-120101
	ETRI
	Revised

	S5-120103
	CR R10 32.435 Add missing element and content in XML measurement report file
See S5-120101
	ETRI
	Revised

	S5-120104
	CR R10 32.636 Correct syntax errors in XML schema coreNrm.xsd
	ETRI
	Agreed without comments

	S5-120105
	CR R8 32.445 CR R8 32.445 Correct syntax error in XML schema TraceIRP.xsd

	ETRI
	Agreed without comments

	S5-120106
	CR R9 32.445 Correct syntax error in XML schema tMIRPIOCs.xsd

	ETRI
	Agreed without comments

	S5-120110
	CR Rel-11 32.692 - Addition of swInstallationTime and licActivationTime
HUAWEI: the use case for installation time?

E///: the object creation time was already known, the proposed time should be considered together with the needed time, but not simply added these 2.
	Nokia Siemens Networks
	Need more discussion

	S5-120111
	CR Rel-11 32.696 - Addition of swInstallationTime and licActivationTime
See S5-120110.
	Nokia Siemens Networks
	Need more discussion

	S5-120119
	Correcting  E-UTRAN Trace Record Content - Rel-9
HUAWEI: why to make them as “CM”

NSN: because some messages are prior to the activation message in signaling based trace so they cannot be recorded.
HUAWEI: some procedures containing ECGI can be recorded in signaling based trace, so no need to make “CM” for all of those procedures.

NSN: Just to make the spec clean because they are in one row for ECGI.

HUAWEI: needs some clarification about the constaints.
	Nokia Siemens Networks
	Revised

	S5-120120
	Correcting  E-UTRAN Trace Record Content - Rel-10
See S5-120119
	Nokia Siemens Networks
	Revised

	S5-120121
	Correcting  E-UTRAN Trace Record Content - Rel-11 

See S5-120119
	Nokia Siemens Networks
	Revised

	S5-120122
	Correcting the codec modification related measurements to eliminate wrong KPI results Rel-9
	Nokia Siemens Networks
	Agreed without comments

	S5-120123
	Correcting the codec modification related measurements to eliminate wrong KPI results - Rel-10
	Nokia Siemens Networks
	Agreed without comments

	S5-120124
	Correcting the codec modification related measurements to eliminate wrong KPI results - Rel-11
	Nokia Siemens Networks
	Agreed without comments

	S5-120160
	CR R11 32.111-2 addition of event type attribute
NSN: propose to discuss it in NGCOR then come here, may be better.
China Mobile: we have provided sub event type in NGCOR, now we want to discuss how to implement it.
Ericsson: propose to define new subtype like this: event type + / + sub event type
China Mobile: agree with ericsson’s proposal.
Ericsson: more comments for Probable Cause and propose offline discussion. 
	China Mobile
	Offline discussion

	S5-120161
	CR R11 32.752 Correction name of IOC SGWFunction

Ericsson: same change needed in solution set or not?
China Mobile: no need.
	China Mobile
	Agreed

	S5-120162
	CR R11 32.752 Addition of IOC CGFunction for EPC
E///: What’s the reason to have the performance for CGF Function?
CMCC: in another CR, e.g., CDR.

E///: if only the measurements purpose, they we need to see if it needs to be a separate IOC.
	China Mobile
	Move to CN measurements session

	S5-120163
	CR R11 32.756 Addition of IOC CGFunction for EPC
	China Mobile
	Move to CN measurements session

	S5-120178
	Correction of E-RAB activity measurements used by Retainability KPI
NSN: GBR E-RAB does not mean always active, it depends on the application using the E-RAB.
NSN: Whether the GBR E-RAB is always active should not be defined by SA5.
	Ericsson
	Offline discussion

	S5-120179
	CR Rel-8 32.425 Correction of E-RAB activity measurements used by Retainability KPI
See 120178
	Ericsson
	Offline discussion

	S5-120180
	CR Rel-9 32.425 Correction of E-RAB activity measurements used by Retainability KPI
See 120178
	Ericsson
	Offline discussion

	S5-120181
	CR Rel-10 32.425 Correction of E-RAB activity measurements used by Retainability KPI
See 120178
	Ericsson
	Offline discussion

	S5-120182
	CR Rel-11 32.425 Correction of E-RAB activity measurements used by Retainability KPI
See 120178
	Ericsson
	Offline discussion

	S5-120225
	Full multi-vendor Plug and Play
E///: good direction and good requirements, but solutions can be various, like to study in this context. 
Huawei: Q: Is it more than exchange of IP addresses? Only third one cannot be received from DHCP. Can it also be taken from there?
 A: That would be a security problem. 

Q: Step 5: What is temporary identification? A: A temporary IP address. Q: How does EMS decide final IP Address. A: Mediator takes it from its reserved range. 

ALU: Supports the directions. Questions: Q: TLS in last step is an example? A: Yes. Q: Can dynamic IP address allocation for enB done in DHCP, not only in mediator? A: Yes, but not the final one.

China Mobile: Security needs to be considered.

ZTE: Q: How in the specs? A: This is different to “traditional” SA5 tasks. Essential thing is to establish the OAM environment in an automatic way.

NSN: Positively based to this proposal. Q: Further proceeding. A: Need a work item plus CRs. 


	Deutsche Telekom
	Noted


