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	First change


6.1.2
Requirements for NM Centralized ES

REQ-NCES-FUN-01

The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving compensation activation to one or multiple cells or network elements. 

This requirement applies for the use case capacity limited network.

REQ-NCES-FUN-05
The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving compensation deactivation to one or multiple cells or network elements. 
This requirement applies for the use case capacity limited network.
Editor’s note: this requirement is here presented not in sequential order for readability purpose.

REQ-NCES-FUN-02

The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving activation to one or multiple cells or network elements.
REQ-NCES-FUN-03

The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving deactivation to one or multiple cells or network elements.
REQ-NCES-FUN-04

The IRPAgent shall provide a capability allowing the IRPManager to monitor the network load.

REQ-NCES-FUN-06a
The IRPAgent shall inform the IRPManager when the actual traffic in a notEnergySaving cell is below a threshold value for longer than a specific time duration. The IRPAgent shall provide a capability for the IRPManager to configure this threshold and duration.

REQ-NCES-FUN-06b
The IRPAgent shall inform the IRPManager when the actual traffic in the back-up cells of a energySaving cell is above a threshold value for longer than a specific time duration. The IRPAgent shall provide a capability for the IRPManager to configure this threshold and duration.
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