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1. Overall Description:

RAN2 discussed multi-PLMN support for Logged MDT, and agreed that the UE can be configured with a list of PLMNs (“MDT PLMN List”).  The following requirements related to the MDT PLMN List were also agreed:
· The UE performs measurement log reporting in all PLMNs of the MDT PLMN List.

· A UE is configured with an MDT PLMN List if user consent is valid for the RPLMN.  
· The MDT PLMN List is a configurable subset of the UE’s EPLMN List at the time of receiving the logged measurement configuration. The network ensures that user consent is also valid for all PLMN in the MDT PLMN List.
· The MDT PLMN List includes (explicitly or implicitly) the UE’s RPLMN at the time of receiving the logged measurement configuration.
· The UE performs measurement logging in all PLMNs of the MDT PLMN List, unless configured with a TAI-based or ECGI-based area scope.

· The TAI-based or ECGI-based area scope can span PLMNs in the MDT PLMN List.
· The MDT PLMN List is configured by AS signaling.

In addition, RAN2 discussed RLF reporting in a PLMN different than the PLMN where the connection failure occurred, and agreed that the RLF Report can be sent to any PLMN in the UE’s EPLMN List (including RPLMN) at the time of connection failure.

2. Actions:

To RAN3:  
RAN2 kindly asks RAN3 to take the above information into consideration, and add the necessary support in RAN3 specifications.
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