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3
Measurement family and abbreviations

3.1
Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name (e.g. RRC.AttConnEstab.Cause). This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration (see TS 32.401 [5]).

The list of families currently used in the present document is as follows:
-
DRB (measurements related to Data Radio Bearer)

-
RRC (measurements related to Radio Resource Control)
-
RRU (measurements related to Radio Resource Utilization)

-
ERAB (measurements related to E-RAB)
-
HO (measurements related to Handover)
-

S1SIG (measurements related to S1 Signalling)

-
SRB (measurements related to Signalling Radio Bearer)

-
PAG (measurements related to Paging)

-
EQPT(measurements related to Equipment)

-
UECNTX(measurements related to UE CONTEXT)
-
TB(measurements related to Transport Block)
-
MDT (measurements related to MDT functionality)
NEXT MODIFICATION

4.x
MDT specific measurements

4.x.1
Number of selected UEs for MDT job

a) This measurement provides the number of selected UEs for immediate MDT within an MDT job.
b) CC.

c) The measurement shall be incremented when the eNB selects a new UE for MDT data collection within an MDT job  by sending the MDT configuration to the UE in the RRC Connection Reconfiguration message as defined in TS 37.320 [x].
d) A single integer value per MDT job.
e) MDT.selUE.MDTjobID
f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switching.

h) EPS 
4.x.2 Number of received MDT data samples

a) This measurement provides the number of received MDT data samples within an immediate MDT job.
b) CC.

c) The measurement shall be incremented when the eNB receives the RRC Measurement Report message containing MDT data for a specific UE within an MDT job as defined in TS 37.320 [x].
d) A single integer value per MDT job.
e) MDT.dataSampleAmount.MDTJobId
f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switching.

h) EPS 
NEXT MODIFICATION

A.X
Use case for MDT specific measurements
The use case for raising notification when an MDT job cannot fulfil Operator’s expectation in terms of number of UEs and data samples in a period of time is described in TS 32.421 [y]. The notification/alarm can be raised also by the TCE, which collects the trace data from the network, however the frequency and the way how the trace data is transferred to the TCE is vendor specific, therefore at the TCE it is not possible to emit notification/alarm in a real time manner. According to the use case in TS 32.421 [y], the notification is needed in a more real-time manner as Operator may want to initiate a traditional manual drive test if the MDT function was not able to fulfil the expectation in terms of the collected data amount and participating UEs. 
In order to fulfil the real time notification/alarm two performance measurements need to be defined to measure the the number of selected UEs in an MDT job within a cell and the number of received MDT data samples in an MDT job within a cell. Based on the two defined measurements the PM thresholding functionality is used to provide the required notification/alarm towards the operator. Detailed solution is also described in TS 32.422 [z].
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