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1 3GPP Work Plan status

Percentage of completion: 50% (previously 30%)

Estimated completion date: SA#58 – Dec 2012
Other information (WID update, Rapporteur change, etc): None
2 Technical Progress status

Summary of progress:
1. Contributions about common SON coordination solution were discussed. A general SON coordination solution was agreed.
2. The use case for coordination between SON functions below itf-N and CM operations over itf-N was agreed.

Outstanding issues: None
3 Minutes

The RG session was held on <2012-05-08 Quarter 3, 4>.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-121107 
	CCO and CCO coordination
E: above or below itf-N, if all COC below itf-N, then no need for itf-N. 

I: coc can be below itf-N, coordinator can be above itf-N

H: policy can be set through itf-N

N: for centralized arch no conflict, for distributed arch how one func tells the other one.

Z: just say conflict, how the coordination is done?

H: different kinds of SON functions at this stage. 
Conclusion: Noted.

	Intel

	S5-121108 
	Coverage and Capacity Reconfiguration
H: it is useful to have status on cell level. CCR policy control is a centralized SON coordinator. 2.a is not right since outage should has a higher priority.
Z: priority should be set by operator.

N: priority can be set by operator. This is only for COC/CCO/ES, need a generalized solution.

I: align with general solution.

N: diagram itf-N~eNB needs fix.
E: CCO is not in status table.

I: CCO is not lasting.
Conclusion:  merge to 1302.

	Intel

	S5-121158 
	CR 32.522 R11 Add Coordination scenario between SON functions below itf-N and CM operations over itf-N 
N: prevention is hardly possible. Should mention irpMgr can disable SON functions – a kind of prevention.

N: SON functions running in NMS level, also CM?

H: disable means no coordination or an extreme coordination manner.

->300

Conclusion:  agreed.
	ZTE

	S5-121159 
	TD Discussion paper about SON Coordination requirement 
H: latest SON states means?

H: How to know the previous value?

N: we have notification.
Conclusion: Noted.
	ZTE

	S5-121160 
	CR 32.521 R11 Add SON Coordination requirement
Conclusion: Noted
	ZTE

	S5-121164 
	CR to 32.522 General SON coordination
I: NM centralized?

N: yes

I: how does SON func knows impactedtime and impactedarea?

N: based on SON function’s knowledge.

H: KPI and target is useful for decision. Result of execution of action is needed. SON funcs should try its best to backup in case of undo. 
E: how the coordinator has the previous knowledge?

N: based on SON notifications and previous knowledge.

Conclusion: merge to 1302.


	NSN

	S5-121199 
	CR R11 32.522 Addition of common factors to SON coordination
N: invalid time can be known by the notifications when there is outage detected and compensated.

H: yes, here we talk about info, how to know this is next step.

E: status is useful.

->1302 ->1377->1391
Conclusion: Agreed in SA5 plenary.
	Huawei
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