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	1st Modified Section


2
References

The following documents contain provisions that, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 32.302: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service (IS)".

[4]
3GPP TS 32.121: "Telecommunication management; Advanced Alarm Management Reference Point (IRP): Requirements".

[5]
void.
[6]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[7]
3GPP TS 32.312: "Telecommunication management; Generic Integration Reference Point (IRP) management; Information Service (IS)".

[8]
3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP): Information Service (SS)".

[9]
3GPP TS 32.662: "Telecommunication management; Configuration Management (CM); Kernel CM; Information service (IS)".

	2nd Modified Section


4.1
System context

The general definition of the System Context for the present IRP is found in 3GPP TS 32.150 [1], clause 4.7.

In addition, the set of related IRP(s) relevant to the present IRP is shown in figures 4.1-1 and 4.1-2.
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Figure 4.1-1: System Context A
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Figure 4.1-2: System Context B

	3rd Modified Section


6.2.1
Scope

This interface defines methods for the IRPManager to request the IRPAgent for alarm notifications of significant information (significant from the IRPManager’s perspective).

The definition of insignificance is determined by the IRPManager. The choice of AAM Rule/s may depend on the type of alarm, the environment, the time of day and many more. 

An implementation can claim compliance to this IRP if it supports at least one of the AAMRules, i.e. one of the operations defined in clause 6.2.2 up to and including clause 6.2.5, and the mandatory operations defined in this interface.
	4th Modified Section


6.2.2
Operation activateAAMRule (M)

6.2.2.1
Definition

This operation allows the IRPManager to request the IRPAgent to activate an AAM rule.
	5th Modified Section


6.2.4
Operation deactivateAAMRule (M)
6.2.4.1
Definition

This operation allows an IRPManager to request the IRPAgent to deactivate one or all activated AAMRules. 

Deactivated rules are not visible for the IRPManager.
	End of Modifications
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