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	1st Modified Section


4.3
SON Coordination Concepts

When multiple SON functions attempt to change some (same or associated) network configuration parameters of some (same or associated) nodes, one or more of these SON functions may not be able to achieve the operator’s specified SON target(s) (for individual SON function) since they may have conflicting demands on network resources. This situation is considered as “SON functions in conflict” and requires conflict prevention or resolution.Detection of “SON functions in conflict” can be Use Case specific (for example, two SON functions make change at the same time or during the impact time interval).
The associated network configuration parameters include parameters within the same network element or parameters of different network elements with impact between each other. For example, the associated parameters of one cell are the parameters of its neighbour cells. Another typical association example is the TX power, antenna azimuth and tilt of one cell are associated with each other.
Different SON functions may have dependancies with each other. The behaviour of one SON function may have influence on other SON functions. For example, CCO function may adjust the Neighbour Relation due to coverage optimization, and then the changed NR will have an influence on Handover Parameter Optimization function.
SON coordination is to prevent or resolve conflicts or negative influences between SON functions to make SON functions comply with operator’s policy. SON coordination includes SON coordination analysis, SON coordination prevention and SON coordination resolution.
SON coordination analysis is based on the latest network situation and SON coordination prevention or resolution will be generated after the SON coordination analysis.  
	End of modifications
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