3GPP TSG SA WG5 (Telecom Management) Meeting #84
S5-121921
20-24 August 2012; Berlin, Germany
revision of S5-121abc
Source:
Huawei
Title:
Discussion on fetching SON capability information in coordination
Document for:
Discussion and Approval

Agenda Item:
6.6.2
1
Decision/action requested

It’s requested to discuss and approve the proposal of fetching SON capability information in coordination.
2
References

[1]   S5-121391, CR R11 32.522 Common SON coordination solution.
3
Rationale

In SA5 #83 meeting, the group adopted a common SON coordination solution in [1]. Based on the skeleton tdoc, more process details shall be investigated to make it workable in the standardized interface.

Consider a case in both conflict prevention and conflict resolution of SON coordination. Before SON Coordination Function starts to work, a pre-condition shall be fulfilled that, SON Coordination Function fetches the distribution information of SON functions in the network.  For example, 
· What SON functions are deployed in the network?
·  Where are they located in, NM, EM or NE layer? 
· What are their current states (enabled or disabled). 
As shown in Figure 1, SON Coordination Function is located in NM layer, multiple SON functions (SON_X, SON_Y, SON_A, SON_B, SON_C) are distributed in different layers of NM, EM and NE. Each individual SON function (SON_X, SON_Y, SON_A, SON_B, SON_C) can be CCO, COC, ESM, MRO, MLB, or other SON use cases. Started from the basic distribution information of SON functions, SON Coordination Function can further work on decision making of which SON functions are modifying configuration parameters in a conflict prevention scenario, or detecting whether SON functions are meeting their targets in a conflict resolution scenario.  
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Figure 1: Example of SON Coordination entity located in NM
The basic distribution information of SON functions in the network is then regarded as SON capability information. In context of SON coordination, when SON Coordination Function is located in NM layer, it’s necessary for the IRPManager to fetch SON capability information in the network before it executes coordination. 
4
Detailed proposal

It’s request to add a requirement of fetching SON capability information in TS 32.521. Detailed proposal is drafted in the attached CR.




























































