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1
Decision/action requested

To agree on a Reference Model and source of PM and Alarm data
2
References

 [1]
SP-120354 WID WLAN Management
3
Rationale

A Management Reference Model is needed for bringing WLAN Performance Management and Alarms into the 3GPP Management domain. A Reference Model is proposed in section 4.2 below.
The WID [1] defines the sources for WLAN Performance Management and Alarms. This is captured in section 4.3 below.
4
Detailed proposal

The following changes to 32.841 V0.1.0 is proposed
	First change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
SP-120354 WID WLAN Management
[3]
IEEE 802.11 Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications, IEEE Computer Society
[4]
RFC 2863, The Interfaces Group MIB



	Next change


4.2
Management Reference Model
Figure 4.2-1 shows the management reference Model for 3GPP-WLAN Integration. 3GPP specified PM and alarms are sent from the DM to the NM. The DM compiles PM and alarms received from APs and ACs through non-3GPP interfaces, which may be specified by other bodies or vendor specific.

[image: image1]
Figure 4.2-1: Management Reference Model for 3GPP-WLAN integration
4.3
Sources of PM data and Alarm data
The WID for WLAN Management [2] says that the Type 2 measurements for this Work Item shall be based on IEEE and IETF WLAN performance measurements.

For IEEE WLAN PM and FM, the relevant SNMP MIBs are 
1. IEEE 802.11 [3], which in turn depends on RFC 2863, see below.
For IETF specifications, the relevant RFCs are:

2. RFC 2863 [4], The Interfaces Group MIB
	End of changes
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