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	1st Modified Section


1
Scope

The present document specifies the Solution Set definitions for the IRP whose semantics are specified in Trace Management IRP: Information Service (3GPP TS 32.442 [5]). This specification is applicable to UMTS networks and EPS networks. GSM Trace is outside of the scope of this specification.
This Solution Set specification is related to 3GPP TS 32.442 V11. 5.X.
	2nd Modified Section


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[3]
3GPP TS 32.102: "Telecommunication management; Architecture".

[4]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".

[5]
3GPP TS 32.442: "Telecommunication management; Trace Management Integration Reference Point (IRP): Information Service (IS)".
[6]
void.
[7]
3GPP TS 32.311: "Telecommunication management; Generic Integration Reference Point (IRP): Requirements".
[8]
void.
[9]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".
[10]
3GPP TS 32.306: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Solution Set definitions"
[11]
void.
[12]
OMG TC Document telecom/98-11-01: "OMG Notification Service". http://www.omg.org/technology/documents/
[13]
3GPP TS 32.342: "Telecommunication management; File Transfer (FT) Integration Reference Point (IRP): Information Service (IS)".

[14]
W3C REC-xml-20001006: "Extensible Markup Language (XML) 1.0 (Second Edition)".

[15]
W3C REC-xmlschema-0-20010502: "XML Schema Part 0: Primer".

[16]
W3C REC-xmlschema-1-20010502: "XML Schema Part 1: Structures".

[17]
W3C REC-xmlschema-2-20010502: "XML Schema Part 2: Datatypes".

[18]
void.
[19]
void.
[20]
void.
[21]
W3C SOAP 1.1 specification (http://www.w3.org/TR/2000/NOTE-SOAP-20000508/)
[22]
W3C XPath 1.0 specification (http://www.w3.org/TR/1999/REC-xpath-19991116)

[23]
W3C WSDL 1.1 specification (http://www.w3.org/TR/2001/NOTE-wsdl-20010315)

[24]
W3C SOAP 1.2 specification (http://www.w3.org/TR/soap12-part1/)
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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], in 3GPP TS 32.101 [2], 3GPP TS 32.102 [3], 3GPP TS 32.150 [4], and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CM
Configuration Management

CORBA
Common Object Request Broker Architecture

DN
Distinguished Name

EM
Element Manager

IDL
Interface Definition Language
IRP
Integration Reference Point

Itf-N
Interface N
IS
Information Service
MDT
Minimization of Drive Tests
MOC
Managed Object Class
NE
Network Element
OMG
Object Management Group
RLF
Radio Link Failure
SS
Solution Set
TS
Technical Specification
	End of Modifications
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