Page 1



3GPP TSG-SA5 Meeting #87 
(
S5-130172
Malta, 14-18 January 2013
















   revision of S5-130abc
	CR-Form-v10

	CHANGE REQUEST

	

	(

	32.423
	CR
	0069
	(

rev
	-
	(

Current version:
	11.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction on RRC Connection Establishment Report collection in UMTS to align with TS 32.422 and TS 37.320

	
	

	Source to WG:
(

	Nokia Siemens Networks

	Source to TSG:
(

	S5

	
	

	Work item code:
(

	OAM-ePM-UE
	
	Date: (

	2012-01-04

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	RRC Connection Establishment Failures have been defined by RAN2 in both UTRAN and E-UTRAN network. The current Trace Specification in TS 32.422 also supports the collection of RCEF events in both UMTS and LTE network, however the Trace Record content in UMTS does not support the RCEF reports.

	
	

	Summary of change:
(

	Adding RCEF report placeholder to the UTRAN medium Trace depth trace record format.

	
	

	Consequences if 
(

not approved:
	Misaligned specifiction, implementation problems

	
	

	Clauses affected:
(

	4.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.6
UTRAN Trace Record Content

For RNC, the Maximum level of detail shall be supported.

Table 4.6.1 : UTRAN Trace Record Content

	Interface (specific messages)
	Format
	Level of details
	Description

	
	
	Min
	Med
	Max
	

	RRC (without rrc dedicated measurements)
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	rncID of traced RNC

	
	
	M
	M
	X
	Dedicated IE extracted from RRC messages between the traced RNC and the UE. A subset of IEs as given in the table 4.6.2. is provided.

	
	ASN.1
	X
	X
	M
	Raw Uu Messages: RRC messages between the traced RNC and the UE. The encoded content of the message is provided

	Iub (without nbap dedicated measurements)
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	rncID of traced RNC
cId

	
	
	M
	M
	X
	rbId + Dedicated IE extracted from NBAP messages send/received  inside  traced UEs communication context. A subset of IEs as given in the table 4.6.2.is provided

	
	ASN.1
	X
	X
	M
	Raw Iub Messages: NBAP messages between the traced RNC and the NodeB or cell. The encoded content of the message is provided

	Iu
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	rncID of traced RNC
CoreNetworkID
CN Domain Indicator

	
	
	M
	M
	X
	rabId  + Dedicated IE extracted from RANAP messages between the traced RNC and Core Network. A subset of IEs as given in the table 4.6.2. is provided.

	
	ASN.1
	X
	X
	M
	Raw Iu Messages RANAP: messages between the traced RNC and Core Network The encoded content of the message is provided

	Iur
	Decoded
	M
	M
	O
	Message name 

	
	
	O
	O
	O
	Record extensions

	
	
	M
	M
	X
	rncID of traced RNC
rncID of neighbouring RNC

	
	
	M
	M
	X
	rlId + Dedicated IE extracted from RNSAP messages between the traced RNC and the neighbouring RNC. A subset of IEs as given in the table 4.6.2.is provided

	
	ASN.1
	X
	X
	M
	Raw Iur Messages: RNSAP messages between the traced RNC and the neighbouring RNC. The encoded content of the message is provided

	nbap (only dedicated measurements)
	Decoded
	X
	M
	X
	Iub IEs from NBAP measurement reports messages

	
	ASN.1
	X
	X
	M
	NBAP measurement reports messages

	rrc (only dedicated measurements)
	Decoded
	X
	M
	X
	Uu IEs from RRC measurement reports messages

	
	ASN.1
	X
	X
	M
	RRC measurement reports messages


Definitions:

· rncID of traced RNC:
The id of the RNC traced, e.g. the RNC which handles the connection of the traced MS, during the Trace Recording Session.

· rncID of neighbouring RNC:
The ids of all Neighbouring RNC involved in the Iur procedures during the Trace Recording Session.

· cId:
The cIds of all cells involved in the Iub and Iur procedures during the Trace Recording Session. The cId is provided with each NBAP and RNSAP messages


for which the cId is relevant.

· rabId:
Specific recorded IE that contains the RAB identifier. 

· rlId:
Specific recorded IE that contains the Radio Link identifier

· rbId:
Specific recorded IE that contains the Radio Bearer identifier

· Message name:
Name of the protocol message

· Record extensions:
A set of manufacturer specific extensions to the record

· Decoded:
Some IEs shall be decoded (cf. detailed list in table 4.6.2. depending on trace 
depth)

· ASN.1:
Messages in encoded format

Table 4.6.2 : trace record description for minimum and medium trace depth

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Uu
	RRC
	RAB info type
	RADIO BEARER SETUP

HO TO UTRAN COMMAND

RADIO BEARER RELEASE

RADIO BEARER RECONFIGURATION
	M
	M
	TS 25.331

	
	
	RB info type
	RADIO BEARER RECONFIGURATION

RADIO BEARER RELEASE

RADIO BEARER SETUP

HO TO UTRAN COMMAND
	M
	M
	TS 25.331

	
	
	URA identity
	RADIO BEARER SETUP

RADIO BEARER RELEASE

URA UPDATE CONFIRM

RADIO BEARER RECONFIGURATION
	M
	M
	TS 25.331

	
	
	CN domain
	SIGNALLING CONNECTION RELEASE

INITIAL DIRECT TRANSFER

DL DIRECT TRANSFER

UL DIRECT TRANSFER
	M
	M
	TS 25.331

	
	
	Logical channel priority
	RADIO BEARER SETUP
	M
	M
	TS 25.331

	
	
	RRC state indicator
	RADIO BEARER SETUP

PHYSICAL CHANNEL RECONFIGURATION

TRANSPORT CHANNEL RECONFIGURATION

RADIO BEARER RECONFIGURATION

CELL UPDATE CONFIRM

URA UPDATE CONFIRM
	M
	M
	TS 25.331

	
	
	Primary CPICH scrambling code of added cell
	ACTIVE SET UPDATE
	O
	O
	TS 25.331

	
	
	Primary CPICH scrambling code of removed cell
	ACTIVE SET UPDATE
	O
	O
	TS 25.331

	
	
	Target cell identity
	CELL CHANGE ORDER
	M
	M
	TS 25.331

	
	
	 Cell synchronisation information
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	M
	TS 25.331

	
	
	Cell parameters Id
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	O
	O
	TS 25.331

	
	
	Timeslot list
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	CPICH Ec/No
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	CPICH RSCP
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	PCCPCH RSCP
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	O
	TS 25.331

	
	
	Pathloss
	RRC/MEASUREMENT REPORT

for measurement = intra frequency
	X
	M
	TS 25.331

	
	
	UARFCN uplink (Nu)
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	UARFCN downlink (Nd)
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	UARFCN (Nt)
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	Cell synchronisation information
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	M
	TS 25.331

	
	
	CPICH Ec/No
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	CPICH RSCP
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	PCCPCH  RSCP
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	Pathloss
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	M
	TS 25.331

	
	
	Cell parameters Id
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	O
	O
	TS 25.331

	
	
	Timeslot list
	RRC/MEASUREMENT REPORT

for measurement = inter frequency
	X
	O
	TS 25.331

	
	
	BCCH ARFCN
	RRC/MEASUREMENT REPORT

for measurement = inter RAT
	X
	M
	TS 25.331

	
	
	GSM Carrier RSSI
	RRC/MEASUREMENT REPORT

for measurement = inter RAT
	X
	M
	TS 25.331

	
	
	RLC buffer Payload
	RRC/MEASUREMENT REPORT

for measurement = traffic volume
	X
	M
	TS 25.331

	
	
	Average RLC buffer payload
	RRC/MEASUREMENT REPORT

for measurement = traffic volume
	X
	M
	TS 25.331

	
	
	Variance of RLC buffer payload
	RRC/MEASUREMENT REPORT

for measurement = traffic volume
	X
	M
	TS 25.331

	
	
	Logged Connection Establishment Failure Report
	UE INFORMATION RESPONSE
	X
	M
	TS 25.331

	Iub
	NBAP
	RL identity
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST

RADIO LINK RECONFIGURATION READY

RADIO LINK RECONFIGURATION FAILURE

RADIO LINK RECONFIGURATION RESPONSE

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION REQUEST

RADIO LINK SETUP RESPONSE

RADIO LINK SETUP FAILURE

RADIO LINK ADDITION RESPONSE

RADIO LINK ADDITION FAILURE

RADIO LINK DELETION REQUEST
	M
	M
	TS 25.433

	
	
	RL info type
	RADIO LINK SETUP FAILURE

RADIO LINK ADDITION FAILURE

RADIO LINK RECONFIGURATION FAILURE
	M
	M
	TS 25.433

	
	
	C-ID
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST
	M
	M
	TS 25.433

	
	
	UL Scrambling Code
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	O
	O
	TS 25.433

	
	
	UL Timeslot information
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	O
	O
	TS 25.433

	
	
	UL SIR target
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	M
	M
	TS 25.433

	
	
	Minimum UL channelization length
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	O
	O
	TS 25.433

	
	
	Initial DL transmission Power
	RADIO LINK SETUP REQUEST 

RADIO LINK ADDITION REQUEST
	M
	M
	TS 25.433

	
	
	Maximum DL transmission Power
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION REQUEST
	M
	M
	TS 25.433

	
	
	Minimum DL transmission Power
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	M
	M
	TS 25.433

	
	
	DL scrambling code
	RADIO LINK SETUP REQUEST 

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	O
	O
	TS 25.433

	
	
	DL Code information
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	O
	O
	TS 25.433

	
	
	DL Timeslot information
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	O
	O
	TS25.433

	
	
	Puncture limit
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	M
	M
	TS 25.433

	
	
	UL Time Slot ISCP Info
	RADIO LINK SETUP RESPONSE

RADIO LINK ADDITION RESPONSE
	O
	O
	TS 25.433

	
	
	Received total wide band power
	RADIO LINK SETUP RESPONSE

RADIO LINK SETUP FAILURE

RADIO LINK ADDITION RESPONSE

RADIO LINK ADDITION FAILURE
	O
	O
	TS 25.433

	Iu
	RANAP
	RAB identity
	All messages where it is present
	M
	M
	TS 25.413

	
	
	RAB info type
	RAB ASSIGNMENT REQUEST

RELOCATION REQUEST

RAB MODIFY REQUEST

RAB ASSIGNMENT RESPONSE
	M
	M
	TS 25.413

	
	
	RAB parameters
	RAB ASSIGNMENT REQUEST

RELOCATION REQUEST
	M
	M
	TS 25.413

	
	
	Assigned RAB parameters values
	RAB ASSIGNMENT RESPONSE
	M
	M
	TS 25.413

	
	
	Requested RAB parameters values
	RAB  MODIFY REQUEST
	M
	M
	TS 25.413

	
	
	Source ID
	RELOCATION REQUIRED
	M
	M
	TS 25.413

	
	
	Target ID
	RELOCATION REQUIRED
	M
	M
	TS 25.413

	
	
	LAI
	DIRECT TRANSFER
	M
	M
	TS 25.413

	
	
	RAC
	DIRECT TRANSFER
	M
	M
	TS 25.413

	
	
	SAI
	DIRECT TRANSFER
	M
	M
	TS 25.413

	Iur
	RNSAP
	RL id identity
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST

RADIO LINK RECONFIGURATION READY

RADIO LINK RECONFIGURATION FAILURE

RADIO LINK RECONFIGURATION RESPONSE

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION REQUEST

RADIO LINK SETUP RESPONSE

RADIO LINK SETUP FAILURE

RADIO LINK ADDITION RESPONSE

RADIO LINK ADDITION FAILURE

RADIO LINK DELETION REQUEST
	M
	M
	TS 25.423

	
	
	C-ID
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST
	M
	M
	TS 25.423

	
	
	RL info type
	RADIO LINK SETUP FAILURE

RADIO LINK ADDITION FAILURE

RADIO LINK SETUP FAILURE

RADIO LINK RECONFIGURATION FAILURE
	M
	M
	TS 25.423

	
	
	UL Scrambling Code
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	O
	O
	TS 25.423

	
	
	UL Timeslot information
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	O
	O
	TS25.423

	
	
	UL SIR target
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	M
	M
	TS 25.423

	
	
	Minimum UL channelization length
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	O
	O
	TS 25.423

	
	
	Initial DL transmission Power
	RADIO LINK SETUP REQUEST 

RADIO LINK ADDITION REQUEST
	M
	M


	TS 25.423

	
	
	Maximum DL transmission Power
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION REQUEST
	M
	M
	TS 25.423

	
	
	Minimum DL transmission Power
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	M
	M
	TS 25.423

	
	
	DL scrambling code
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	O
	O
	TS 25.423

	
	
	DL channelization code
	RADIO LINK SETUP REQUEST

RADIO LINK ADDITION REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	O
	O
	TS 25.423

	
	
	DL Timeslot information
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE

RADIO LINK RECONFIGURATION REQUEST
	O
	O
	TS 25.423

	
	
	Puncture limit
	RADIO LINK SETUP REQUEST

RADIO LINK RECONFIGURATION PREPARE
	M
	M
	TS 25.423

	
	
	UL Time Slot ISCP Info
	RADIO LINK SETUP RESPONSE

RADIO LINK ADDITION RESPONSE
	O
	O
	TS 25.423

	
	
	Received total wide band power
	RADIO LINK SETUP RESPONSE

RADIO LINK SETUP FAILURE

RADIO LINK ADDITION RESPONSE

RADIO LINK ADDITION FAILURE
	O
	O
	TS 25.423
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