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1
Decision/action requested

Discuss and approve on the text proposal.
2
Detailed proposal
	1st Modified Section


2
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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IEEE Std 802.11-2007 "Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications”
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RFC 2863, The Interfaces Group MIB
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SP-120354 WID WLAN Management
[4]
3GPP TS 32.298 “Telecommunication management; Charging management; Charging Data Record (CDR) parameter description”
[5]
3GPP TS 23.402 “Technical Specification Group Services and System Aspects; Architecture enhancements for non-3GPP accesses”
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3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].


.

Data Volume: The number of octets transmitted during the service data container recording interval in the uplink and/or downlink direction, respectively. See 3GPP TS 32.298 [4].
WLAN Offload: When an UE is connected WLAN access, it routes specific IP flows via the WLAN access with or without traversing the EPC. See 3GPP TS 23.402 [5].
Hand-Over parameter Optimisation: See clause 4.3 of this document and Mobility Robustness Optimisation (MRO) are synonyms (see TS 36.300 [14]).

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].


AP
Access Point 

MIB
Management Information Base
SDO
Standards Developing Organizations
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