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Decision/action requested

Approve the text proposal
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Rationale

The current version of the TR 32.836 [1] contains a placeholder for location information measurments without more specific details. This pCR introduces text proposal to [1] for more details on location related measurements based on what is already available in MDT measurements. That is, no new measurements are introduced in this pCR as compared to what is already available in MDT.
4
Detailed proposal
	First change


5.2.1.1
Connected mode measurements

-
Signal strength and quality measurements: RSRP/RSRQ measurements by UE, same as used also for MDT, see TS 37.320 [2] and references therein.

-
Accessibility measurements: including the accessibility measurements by UE, as defined for MDT, see TS 37.320 [2] and references therein.

-
Radio link failure reports: as defined in TS 36.331 [3].

-
Location information – GNSS reports: including GNSS coordinates, available when reported by the UE in a best effort way or upon request from the network in the MDT job configuration
-
Location information – Timing reports: including UE rx-tx time difference, where reported by the UE upon request from the network in the MDT job configuration.
-
UE reported CQI: The distribution of UE reported CQI values, as defined in [4], to be collected per collection period. The CQI samples reported for single stream transmission (i.e., CQI for single codeword) and for spatial multiplexing transmission (i.e., CQI for multiple codewords) shall be collected separately, in separate distributions.

-
UE reported RI (Rank Indicator): The distribution of the UE reported Rank Indicator, as defined in [4], to be collected per collection period. 

	Next change


5.2.2.1
UE specific

-
Uplink signal strength and interference measurements: including measurements as used also for MDT, see TS 37.320 [2] and references therein.

-
Scheduled IP throughput measurements (UL/DL): same as measurements used for MDT, see TS 37.320 [2] and references therein.
-
Location information – Timing reports: optionally eNB rx-tx time difference measurements, when available in the network.

	Next change


5.3.1.1
Connected mode measurements

-
Signal strength and quality measurements: RSCP and EC/No measurements as supported by immediate MDT, see TS 37.320 [2], clause 5.3.1.
-
Location information – GNSS reports: including GNSS coordinates, available when reported by the UE in a best effort way.
	End of changes


