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1	Decision/action requested
SA5 is asked to discuss the proposals and converged into TS 28.612
2	References

3	Rationale
This pCR is targeted to revise Common Notifications  to TS 28.612.

4	Detailed proposal
Text Proposal for TS 28.612
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
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[bookmark: _Toc201368789][bookmark: _Toc314580221][bookmark: _Toc356319211]4.5	Common Notifications
[bookmark: _Toc330832165][bookmark: _Toc333831687][bookmark: _Toc333831898][bookmark: _Toc340599212]4.5.1	Alarm notifications
This subclause presents a list of notifications, defined in [11], that IRPManager can receive. The notification header attribute objectClass/objectInstance, defined in [14], would capture the DN of an instance of an IOC defined in this IRP specification.
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	


[bookmark: _Toc330832166][bookmark: _Toc333831688][bookmark: _Toc333831899][bookmark: _Toc340599213]4.5.2	Configuration notifications
This subclause presents a list of notifications, defined in [13], that IRPManager can receive. The notification header attribute objectClass/objectInstance, defined in [14], would capture the DN of an instance of an IOC defined in this IRP specification.
	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	



	[bookmark: _Toc201368790][bookmark: _Toc314580222]Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	See Kernel CM IRP (3GPP TS 32.662 [12])
	

	notifyObjectCreation
	See Kernel CM IRP (3GPP TS 32.662 [12])
	

	notifyObjectDeletion
	See Kernel CM IRP (3GPP TS 32.662 [12])
	




