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	First change


1
Scope

The present document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in 3GPP TS 32.240 [1], which provides an umbrella for other charging management documents that specify:

· the content of the CDRs per domain and subsystem (offline charging);

· the content of real-time charging messages per domain / subsystem (online charging);

· the functionality of online and offline charging for those domains and subsystems;

· the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).

The complete document structure for these TSs is defined in 3GPP TS 32.240 [1].

The present document specifies the Offline and Online Charging description for the 3GPP interworked Wireless LAN (WLAN), based on the functional stage 2 description of 3GPP WLAN interworking in 3GPP TS 23.234 [201] as well as the Charging support and Charging differentiation for Mobility between 3GPP-Wireless Local Area Network (WLAN) interworking and 3GPP systems, based on the functional stage 2 description of  mobility between 3GPP-WLAN and 3GPP systems in 3GPP TS 23.327 [202]. This charging description includes the offline and online charging architecture and scenarios specific to the 3GPP interworked WLAN, as well as the mapping of the common 3GPP charging architecture specified in 3GPP TS 32.240 [1] onto the 3GPP interworked WLAN. It further specifies the structure and content of the CDRs for offline charging, and the charging events for online charging.  The present document is related to other 3GPP charging TSs as follows:

· The common 3GPP charging architecture is specified in 3GPP TS 32.240 [1].

· The parameters, abstract syntax and encoding rules for these CDR types are specified in 3GPP TS 32.298 [51].

· A transaction based mechanism for the transfer of CDRs within the network is specified in 3GPP TS 32.295 [54].

· The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in 3GPP TS 32.297 [52].

· The 3GPP Diameter application that is used for WLAN offline and online charging is specified in 3GPP TS 32.299 [50].

· The Online and Offline Charging description for Trusted WLAN Access Network to the 3GPP EPC, based on the functional stage 2 description in 3GPP TS 23.402 [209], is specified in 3GPP TS 32.251 [11].
All terms, definitions and abbreviations used in the present document, that are common across 3GPP TSs, are defined in the 3GPP Vocabulary, 3GPP TR 21.905 [100]. Those that are common across charging management in GSM/UMTS domains or subsystems are provided in the umbrella document 3GPP TS 32.240 [1] and are copied into clause 3 of the present document for ease of reading. Finally, those items that are specific to the present document are defined exclusively in the present document.

Furthermore, requirements that govern the charging work are specified in 3GPP TS 22.115 [102].
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

* References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

* For a specific reference, subsequent revisions do not apply.

* For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".

[2]-[10]
void.

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".
[12]-[49]
Void.

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging applications".

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) parameter description".

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Records (CDR) file format and transfer".
[53]
Void

[54]
3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".
[55]-[70]
Void.
[71]
3GPP TS 23.125: "Overall high level functionality and architecture impacts of flow based charging; Stage 2".
[72]-[99]
Void.
[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[101]-[199]
Void.

[200]
3GPP TS 22.934: "Feasibility study on 3GPP system to Wireless Local Area Network (WLAN) interworking".

[201]
3GPP TS 23.234: "3GPP system to Wireless Local Area Network (WLAN) interworking; System description".
[202]
3GPP TS 23.327: "Mobility between 3GPP-Wireless Local Area Network (WLAN) interworking and 3GPP systems".
[203]
Void

[204]
3GPP TS 29.234: "3GPP system to Wireless Local Area Network (WLAN) interworking; Stage 3".

[205]-[207]
Void.

[208]
3GPP TS 23.401: "GPRS Enhancements for E-UTRAN Access".

[209]
3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[210]-[400]
Void.
[401]
IETF RFC 3588: "Diameter Base Protocol".

[402]
IETF RFC 4006: "Diameter Credit-Control Application".

[403]
Void

[404]
IETF RFC 4005: "Diameter Network Access Server Application".

[405]
IETF draft-ietf-geopriv-radius-lo-04: "Carrying Location Objects in RADIUS".
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3.3
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TR 21.905 [50], 3GPP TS 22.934 [200], 3GPP TS 23.234 [201], 3GPP TS 23.934 (see bibliography), 3GPP TS 32.240 [1] and the following apply:

3GPP
3rd Generation Partnership Project

BD
Billing Domain

CDR
Charging Data Record 
EPC
Evolved Packet Core

EPS
Evolved Packet System
GGSN
Gateway GPRS Support Node
GTP
GPRS Tunnelling Protocol

I-WLAN
Interworking WLAN
IP
Internet Protocol

LAN
Local Area Network

PDG
Packet Data Gateway

PDP
Packet Data Protocol, e.g. IP

PS
Packet Switched 
SGSN
Serving GPRS Support Node
TS
Technical Specification

TTG
Tunnel Termination Gateway

UMTS
Universal Mobile Telecommunications System

WLAN
Wireless LAN
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