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	First change


6.4
KPI Category "Availability"

6.4.1
E-UTRAN Cell Availability

6.4.1.1
Definition

a)
E-UTRAN Cell Availability.

b)
A KPI that shows Availability of E-UTRAN Cell. 

c)
Percentage of time that the cell is considered available.

d)
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e)
RRU.CellUnavailableTime.cause 
f)
E-UTRAN 

g)
Availability

h)
Percentage

i)
RATIO

j)
-
6.4.1.2
Extended Definition


[image: image2]
As for defining the cell as available, it shall be considered available when the eNodeB can provide E-RAB service in the cell.

6.4.2
E-UTRAN Cell Availability for impact to end users
6.4.2.1
Definition

a)
E-UTRAN Cell Availability for impact to end users.

b)
A KPI that shows Availability of E-UTRAN Cell to end users. 

c)
Percentage of time that the cell is considered available to end users.

d)
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where CellAvailability is calculated according to section 6.4.1

e)
RRU.CellUnavailableTime.Cause
ERAB.EstabInitSuccNbr.QCI
ERAB.EstabAddSuccNbr.QCI
f)
E-UTRAN 

g)
Availability
h)
Percentage

i)
RATIO

j)
-

6.4.2.2
Extended Definition

6.4.2.2.1


OverlapNeighbouringAvailability
The OverlapNeighbouringAvailability measurement represents the overall overlapping of all the neighbouring cells into the observed cell and ranges from 0 to 1. The measurement is a weighted coefficient of all the neighbours to the observed cell respecting the availability ratio of each neighbour. The OverlapNeighbouringAvailability can be measured by several means which can be summarized into the following points:
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where Usage represents the usage of the observed cell while Usagei of its i-th neighbour. The usage in general is reflected by the established E-RABs obtained for long time observation periods and CAi is the cell availability of the i-th neighbour calculated according to section 6.4.1 for the observation period.
	End of change
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