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	Reason for change:

	The Transit IOI List field may occur multiple times in a CDR. It is possible to include a list present in the SIP request and another list present in the SIP response. However, the association between a particular Transit IOI List and those two SIP messages is not defined.

	
	

	Summary of change:

	The Transit IOI List field definition will be extended to clarify association between multiple lists and the SIP request and response based on chronological order. Consistent  association must be ensured also when only a list in the response is available and a list in the SIP request is missing; therefore, a placeholder value “unknown” for the missing list in the SIP request shall be used in the CDR.
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	First change


5.1.3.1.68B
Transit IOI List

This parameter holds the Transit-IOI List of the P-Charging-Vector header, as recorded in the Transit-IOI-List AVP as defined in TS 32.299 [50]. Multiple occurrences of this field, if allowed by the CDR syntax definition, shall be in chronological order, i.e. the value in the SIP request is listed first. If only a value for the SIP response is available, the Transit IOI List for the SIP request shall be included with the value “unknown”.  For further information on the Transit IOI exchange via SIP signalling please refer to TS 24.229 [210].
Note: The values in a transit-ioi-list are ordered based on transitting the networks by the request or response. 
The order can also be identified by the index shown within the indexed transit-ioi parameter value, i.e. transit-ioi-name.transit-ioi-index.
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