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	First change


5.3.2
Ro message flows

CCR initial, update and termination, as defined in TS 32.299 [50], are used by the P-GW/TDF to transfer the collected charging information towards the OCS. CCA is used by the OCS to assign quotas for the rating groups or the combination of rating group and service identifier, and to instruct the P-GW/TDF whether to continue or terminate a service data flow(s), IP-CAN bearer, application traffic or TDF session.

CCA is also used to communicate to the PCEF/TDF for the Termination Action, i.e. the P-GW/TDF behaviour when the user has consumed the final granted units. The Termination Action is specified in TS 32.299 [50].

The P-GW and TDF uses Charging Characteristics profile to determine whether to activate or deactivate online charging. Further details of this functionality, including the mechanism of conveying the Charging Characteristics data item (HLR -> SGSN -> P-GW, or HSS->MME/S4-SGSN ->S-GW->P-GW, or AAA -> ePDG -> PGW), are specified in annex A.

Editor’s note : "non-3GPP Charging Characteristics" conveyance from AGW to P-GW is ffs

The following clauses describe the trigger conditions for the chargeable events described in clause 5.3.1.1, 5.3.1.2 and 5.3.1.5. In FBC online charging and application based online charging, these chargeable events correspond to the triggers for collection of charging information and CCR emission towards the OCS. The responses from the OCS and the detailed behaviour of the PCEF/TDF upon receiving those responses are also specified in the subclauses below.
	Next change


5.3.2.2A
Triggers for application based charging Online Charging

For application based charging supporte within the TDF, i.e. ADC rules based charging defined in TS 23.2303 [72] and TS 29.212 [71], CCR initial / update / termination is used to convey charging information related to the application traffic detected in the TDF. CCA is used by the OCS to return quotas for rating groups or to instruct the TDF on the further handling of the application traffic (terminate, continue, reroute, etc.). The CCR includes details such as CCR Type, Served IMSI and Sequence Number etc. The CCA includes details such as credit control quotas and session management instructions (continue, terminate, interim interval, etc). 

Application based online charging is employed if it is activated for the TDF session defined in TS 23.203[72]. The charging method in the ADC rule defines whether application traffic requires online charging. The TDF shall request the quota prior to service delivery. If only certain quotas are authorised by the OCS (e.g. due to insufficient credit), the rating groups for which no quota was authorised are handled according the received Result-Code AVP value. The quota supervision mechanism is further described in TS 32.299 [50].

CCR initial is sent to the OCS during the TDF session activation, or when start of an application traffic which needs to be charged is detected per specified ADC rules and there is no pre-existing Ro session. The OCS supplies application traffics authorisation and may supply volume, time or events quotas for the rating groups, based on the information provided by the TDF, e.g. application identifier, APN.

When start of the application traffic is detected and no valid quota exist in current Ro session, a CCR update is sent to request quota for the rating group unless the rating group is e.g. blacklisted. See TS 32.299 [50] for further information. 

When a change of charging condition occurs and corresponding re-authorization trigger is armed, all MSCC instances are reported to the OCS with a CCR update with Reporting-Reason AVP value set to RATING_CONDITION_CHANGE together with Trigger-Type AVP indicating the accurate reason for the change. 

When Ro specific chargeable event (e.g. threshold reached, QHT expires, quota exhaustion, validity time reached, forced re-authorization) occurs required MSCC instances are reported to OCS with a CCR update with corresponding Reporting-Reason AVP value. See TS 32.299 [50] for further information.

When tariff time change is encountered, the Tariff-Change-Usage AVP is used within the Used-Service-Units AVP to distinguish usage before and after the tariff time change. The MSCC instances are sent to the OCS in next CCR.
The OCS may specify the behaviour on consumption of the final granted units known as termination action. The required termination action is indicated with Final-Unit-Action AVP and possible values are TERMINATE and REDIRECT. See TS 32.299 [50] for further information.

TS 23.203 [72] specifies that it shall be possible to request online charging quotas for each charging key. Each quota allocated to a Diameter CC session has a unique Rating-Group AVP value. TS 23.203 [72] also specifies that TDF shall report charging information for each combination of the charging key and service identifier when service identifier level reporting is present. As defined in TS 23.203 [72] the service identifier is a piece of information which provides the most detailed identification, specified for application based charging. The charging key is a piece of information used for rating purposes as defined in TS 23.203 [72]. The charging key and Service Identifier are mapped into the Rating-Group AVP and the Service-Identifier AVP respectively as defined in DCCA [402]. 

The subsequent clauses identify in detail the conditions for reporting online charging information, management of user and credit control sessions and PS domain quota supervision.
	Next changes


5.3.2.2A.1
Triggers for starting and stopping an application based charging Credit Control session

Subject to operator configuration, CCR initial is sent to OCS when:

· TDF session is activated; or

· Start of an application traffic which needs to be charged is detected per specified ADC rules and there is no pre-existing Ro session.
CCR terminate is sent to OCS when:

· TDF session is deactivated
· Termination of an application traffic is detected, if this is the last activated application traffic utilizing the Ro session
· Session termination is indicated by the OCS (e.g. Credit Limit Reached)
· Abort-Session-Request is received from the OCS.
	Next changes


5.3.2.2A.2
Triggers for providing interim information for an application based charging Credit Control session

CCR update is sent to OCS when:

· Start of application traffic, when no valid quota exists
· Termination of application traffic is detected and this is the last application traffic utilizing corresponding quota
· Granted quota runs out

· Validity time for granted quota expires

· Update is requested by the OCS

· Change of charging conditions occur and according re-authorisation trigger re-authorisation is needed

· Management intervention
· Quota Holding Timer is expired
	End of changes
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