1

3GPP TSG-SA5 Meeting #91 
S5-131640
Shenzhen, China, 14-18 October 2013











revision of S5-130abc
	CR-Form-v11

	CHANGE REQUEST

	

	
	32.240
	CR
	0370
	rev
	-
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Definition of TDF based charging in case of Fixed Broadband Access scenario

	
	

	Source to WG:
	Allot Comunications, Openet

	Source to TSG:
	S5

	
	

	Work item code:
	P4C-F-CH_T
	
	Date:
	2013-10-06

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	TDF related architecture in case of Fixed Broadband access convergence scenario need to be covered in the specification as per P4C-F-CH_T work item.

	
	

	Summary of change:
	TDF related architecture in case of Fixed Broadband access convergence scenario is defined in the specification.

	
	

	Consequences if not approved:
	TDF related architecture is not covered for Fixed Broadband Access convergence scenario.

	
	

	Clauses affected:
	3.2, 4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First change


3.2
Symbols

For the purposes of the present document the following symbols apply:

A
Interface between an MSC and a BSC.

Bc
Reference point for the CDR file transfer from the Circuit Switched CGF to the BD.

Bi
Reference point for the CDR file transfer from the IMS CGF to the BD.

Bl
Reference point for the CDR file transfer from the GMLC CGF to the BD.

Bm
Reference point for the CDR file transfer from the MMS CGF to the BD.

Bo
Reference point for the CDR file transfer from the OCF CGF to the BD.

Bp
Reference point for the CDR file transfer from the Packet Switched CGF to the BD.

Bs
Reference point for the CDR file transfer for CAMEL services to the BD, i.e. from the SCF CGF to the BD. 

Bsm
Reference point for the CDR file transfer from SMS CGF to the BD,  

Bt

Reference point for the CDR file transfer from the PoC CGF to the BD.

Bw
Reference point for the CDR file transfer from the WLAN CGF to the BD.

Bx
Reference point for CDR file transfer between any (generic) 3G domain, subsystem or service CGF and a BD.

CAP
Reference point for CAMEL between a network element with integrated SSF and the OCS.

Ga
Reference point for CDR transfer between a CDF and the CGF.

Gb
Interface between an SGSN and a BSC.

Gc
Interface between an GGSN and an HLR.

Gd
Interface between an SMS-GMSC and an SGSN, and between a SMS-IWMSC and an SGSN.

Gf
Interface between an SGSN and an EIR.

Gi
Interface between the Packet-Switched domain and an external packet data network.

Gn
Interface between two GSNs within the same PLMN.

Gp
Interface between two GSNs in different PLMNs.

Gr
Interface between an SGSN and an HLR.

Gs
Interface between an SGSN and an MSC/VLR.

Gx
Reference point between a PCRF and a PCEF.

Gy
Online charging reference point between a PCEF and an OCS. 

Gyn
Online charging reference point between a TDF and an OCS.
Gz
Offline charging reference point between a PCEF and an OFCS.

Gzn
Offline charging reference point between a TDF and an OFCS.
Iu
Interface between the RNS and the core network.

kbit/s
Kilobits per second. 1 kbit/s = 210 bits per second.

Lr
Interface between Gateway MLCs.

Mbit/s
Megabits per second. 1 Mbit/s = 220 bits per second.

Mc
Interface between the MGW and (G)MSC server.

Rf
Offline charging reference point between a 3G network element and the CDF.

Ro
Online charging reference point between a 3G network element and the OCS.

Rx
Reference point between the PCRF and an AF. 

Sd
Reference point between the PCRF and a TDF.

Sy
Reference point for policy enforcement between OCS and the PCRF

Um
Interface between the Mobile Station (MS) and the GSM fixed network part.

Uu
Interface between the User Equipment (UE) and the UMTS fixed network part.

Wf
Offline charging reference point between a 3GPP WLAN CTF and the CDF.

Wo
Online charging reference point between a 3GPP WLAN CTF and the OCS.

	Second change


4.2
High level common architecture

The architectural differences between the domains (e.g. PS), services (e.g. MMS) and subsystems (e.g. the IMS) affect the way in which the charging functions are embedded within the different domains, services and subsystems. However, the functional requirements for charging are always the same across all domains, services and subsystems. This clause describes a common approach for the definition of the logical charging functions, which provides a ubiquitous logical charging architecture for all GSM and UMTS network domains, subsystems and services that are relevant for charging standardisation.

It should be noted that this common charging architecture provides only a common logical view and the actual domain / service / subsystem specific charging architecture depends on the domain / service / subsystem in question. The physical mapping of the common logical architecture onto each domain, subsystem or service is described in the respective middle tier charging TS, i.e. the TS 32.25x, TS 32.26xand TS 32.27x number ranges.

Figure 4.2 provides an overview of the logical ubiquitous charging architecture and the information flows for offline and online charging. The common charging functions are detailed further in clauses 4.3.1 for offline charging and 4.3.2 for online charging. The reference points are further specified in clause 4.4. 
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Figure 4.2: Logical ubiquitous charging architecture and information flows

NOTE:
The Service-NE are defined in the 3GPP specification range of TS 32.27x.

Figure 4.2 includes all network elements / systems (top to bottom: CS-NE all the way through to the PCEF) for which charging is defined within 3GPP standards. The arrows indicate logical information flows on the Rf, Wf, Ga, Bx, ISC, Ro, Wo, CAP,Gy and Gyn reference points. No inference should be drawn from the figure with respect to the physical implementation of interfaces and charging functions.

NOTE 1: 
On the PCEF embedded in PGW, TS 23.203 [71] specifies the Gy reference point for online flow based bearer charging and the Gz reference point for offline flow based bearer charging. However, from the charging architecture perspective, Gy is functionally equivalent to the Ro reference point. Gz is functionally equivalent to the Ga reference point for the Legacy PS domain, and to one of  Ga or Rf reference points for the Evolved PS domain. Therefore, throughout the present document, Ga or Rf are used for offline, and Ro for online are also used in conjunction with PCEF charging. This simplification ensures a consistent architectural view, as specified below, for all PCEF related online and offline charging architectural aspects. 

Refer to clause 5.3.1.2 for a description of flow based bearer charging.

NOTE 2:
On WLAN, TS 23.234 [210] specifies the Wo reference point for WLAN online charging and the Wf reference point for WLAN offline charging. However, from the charging architecture perspective, these reference points are functionally equivalent to the Ro and Rf reference points, respectively. Therefore, Rf and Ro are used throughout the present document also in conjunction with WLAN charging. This simplification ensures a consistent architectural view, as specified below, for all online and offline charging architectural aspects. 

NOTE 3:
Only SMS Charging is defined for MME, as specified in TS 23.272 [213].

NOTE 4: 
As specified in TS 23.203 [71], the TDF uses the Gyn reference point for online application based charging and the Gzn reference point for offline application based charging. However, from the charging architecture perspective Gyn is functionally equivalent to the Ro reference point and Gzn is functionally equivalent to one of Ga or Rf reference points in the PS domain. Therefore, throughout the present document, Ga or Rf for offline, and Ro for online are also used in conjunction with TDF charging. This simplification ensures a consistent architectural view, as specified below, for all TDF related online and offline charging architectural aspects.
NOTE 5: The TDF when used for application based charging in a convergent scenario where a single operator is deploying both the fixed broadband access network and the Evolved Packet Core for both Non-seamless WLAN offloaded traffic from a 3GPP UE and fixed devices performs the same functionality as outlined in  Note 4 above and in addition: 
-
The Gyn reference point allows online credit control for TDF based charging for both Non-seamless WLAN offloaded traffic from a 3GPP UE and for fixed devices.

-
The Gzn reference point enables transport of offline charging information for both Non-seamless WLAN offloaded traffic from a 3GPP UE and for fixed devices.

Editor’s note: The PCEF embedded in IP-Edge needs to be considered,

	End of changes
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