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1
Decision/action requested

Approve the text proposal
2
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3
Rationale

In SA5 TR 32.836[1], description on the correlation of Logged MDT and RCEF report is not involved. We think this is also a valid case for discussion when RCEF happens after UE changes status from idle to active. It’s proposed to add the corresponding description to address the possible solution for the correlation of Logged MDT and RCEF report at eNB.
4
Detailed proposal
	1st modification


7.2.1.1.3
Issues with correlation of Logged MDT and RCEF report
Figure 7.2.1.1.3 illustrates the scenario where UE is configured with Logged MDT by eNB1, goes into Idle Mode and logs MDT measurements. The UE attempts to establish connection to eNB1 and experiences a RCEF. UE records the RCEF Report and continues to log the MDT measurements. The UE successfully establishes connection to eNB2 and indicates the RCEF Report and MDT Log availability. The eNB2 then retrieves the RCEF report and the MDT Log from the UE after UE sends notifications.
Issues: There is a problem that as the eNB2 doesn’t have any information which could be used to make correlation for the Logged MDT and the RCEF report, it is impossible to do correlation at eNB2.

Potential Solution: In order to make it possible to correlate the RCEF report and Logged MDT data at eNB2, a specific identifier such as latest C-RNTI shall be added to both the Logged MDT measurement data and RCEF report for correlation.
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Figure 7.2.1.1.3: correlation of RCEF report and Logged MDT data at eNB 

	End of 1st modification
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