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	First change


6.1.1
Rf message contents
6.1.1.1
Summary of Offline Charging Message Formats


The SMS Node generates accounting information that can be transferred from the CTF to the CDF. For this purpose, SMS offline charging utilises the Charging Data Transfer Operation that is specified in the 3GPP accounting application described in TS 32.299 [50].

The Charging Data Transfer operation employs the Charging Data Request and Charging Data Response messages. The following table describes the use of these messages for offline charging.

Table 6.1.1: Offline Charging Messages Reference Table

	Command-Name
	Source
	Destination

	Charging Data Request
	CTF
	CDF

	Charging Data Response
	CDF
	CTF


6.1.1.2
Structure for the Offline Charging  Message Formats

6.1.1.2.1
Charging Data-Request Message


The following table illustrates the basic structure of a Charging Data-Request message as used for SMS offline charging.

Table 6.1.1.1: Charging Data Request Message Contents
	Field
	Category
	Description

	Session Identifier
	M
	Described in 32.299 [4]

	Originator Host
	M
	Described in 32.299 [4]

	Originator Domain
	M
	Described in 32.299 [4]

	Destination Domain
	M
	Described in 32.299 [4]

	Operation Type 
	M
	This field contains event type transfer ( immediate event based charging).

	Operation Number 
	M
	Described in 32.299 [4]

	Operation Identifier
	OM
	Described in 32.299 [4]

	User Name
	OC
	This field contains the identification of the source node.

	Origination Timestamp
	OC
	Described in 32.299 [4]

	Proxy Information
	OC
	Described in 32.299 [4]

	Route Information
	OC
	Described in 32.299 [4]

	Operation Token
	OM
	This field contains the service context, i.e. SMS charging.

	Service Information
	OM
	This field holds the 3GPP specific SMS parameter, described in 6.3.


6.1.1.2.2
Charging Data Response Message


The following table illustrates the basic structure of a Charging Data Response message as used for SMS offline charging. 

Table 6.1.1.2: Charging Data Response Message Contents
	Field
	Category
	Description

	Session Identifier
	M
	Described in 32.299 [4]

	Operation Result
	M
	Described in 32.299 [4]

	Originator Host
	M
	Described in 32.299 [4]

	Originator Domain
	M
	Described in 32.299 [4]

	Operation Type
	M
	This field contains event type transfer ( immediate event based charging).

	Operation Number
	M
	Described in 32.299 [4]

	Operation Identifier
	OM
	Described in 32.299 [4]

	User Name
	OC
	This field contains the identification of the source node.

	Destination Host
	OC
	Described in 32.299 [4]

	Error-Reporting-Host
	OC
	Described in 32.299 [4]

	Origination Timestamp
	OC
	Described in 32.299 [4]

	Proxy Information
	OC
	Described in 32.299 [4]
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