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6.6.1 
1
Decision/action requested

Agreement of the proposed recomendations to be included in 32.836
2
References

 [1]
3GPP TR 32.836 v1.1.0 Study on NM Centralized Coverage and Capacity Optimization (CCO) SON Function
3
Rationale

Introducing recommendations into 32.836 [1], due to existing text in the TR.

There are some tidy up done as well:

1. Space is added for cluase 1 heading.

2. The abbreviation for TRSR is corrected.

3. The clause 4.3 Requirements is deleted as a TR is not allowed to have normative text.

4. The Editor´s note in clause 5.2.2.1 is removed as it is included by default in the FFS of the new trigger.
4
Detailed proposal

To include the following into 32.836 [1].
	First change


1
Scope
The present document summarizes the result of the study on NM Centralized Coverage and Capacity Optimization SON function. A CCO function that resides outside the NM is out of the scope for this study. 

	Second change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 37.320: "Universal Terrestrial Radio Access (UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRA); Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; Stage 2".

[3]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRAN); Radio Resource Control (RRC) Protocol Specification".

[4]
3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures".

[5]
3GPP TS 36.210: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer; Measurements".

[6]
3GPP TS 32.425: "Performance Management (PM); Performance measurements Evolved Universal Terrestrial Radio Access (E-UTRAN)"

[7]
3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[x]
3GPP TS 28.627: "Telecommunication management; Self-Organizing Networks (SON) Policy Network Resource Model (NRM) Integration Reference Point (IRP); Requirements".
[y]
3GPP TS 28.628: "Telecommunication management; Self-Organizing Networks (SON) Policy Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)".
	Third change


3.1
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

C-RNTI
Cell Radio Network Temporary Identity

CCO
Coverage and Capacity Optimization

E-DCH
Enhanced Dedicated Channel

GNSS
Global Navigation Satellite Systems

HOF
Handover Failure

OPEX
Operating Expenditures

SINR
Signal to Interference and Noise Ratio

RCEF
RRC Connection Establishment Failure

RLF
Radio Link Failure

TAC
Type Allocation Code

TCE
Trace Collection Entity

TR
Trace Reference

TRSR
Trace Recording Session Reference

	Fourth change



	Fifth change


5.2.2.1
UE specific

-
Power headroom measurement: as defined for LTE M2 MDT measurement, see TS 37.320 [2] and references therein.

-
Scheduled IP throughput measurements (UL/DL): same as measurements used for MDT, see TS 37.320 [2] and references therein.

-
Location information – Timing reports: eNB rx-tx time difference measurements, when available in the network, see TS 32.422 [7] and 37.320 [2].

-
Measurements related to LTE Inter-RAT handover: existing Immediate MDT UE measurements (i.e. RSRP, RSRQ, with corresponding cell ID and location when available) of the serving LTE cell with a new trigger related to the Inter-RAT HO event (the availability/feasibility of the new trigger is FFS).


	Sixth change


10
Recommendations

Add use cases and requirments in 28.627 [x].

Add problem detection enablers into existing problem detection mechanisms in 28.628 [y].

Add problem detection enablers into existing problem detection mechanisms in 32.422.[7].
Add new UE measurements in 32.422 [7].

	End of changes


