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1
Decision/action requested

Approval of additional requirements and limitations for VCS charging.
2
References

[1]
3GPP TS 32.276 Voice Call Service charging
[2]
3GPP TS 32.299 Diameter charging applications
3
Rationale

3GPP TS 32.299 [2], specifies several capabilities for Diameter online charging applications that need to be clarified in mid-tier specifications. This PCR identifies additional requirements and limitations for VCS charging.
4
Detailed proposal

It is proposed that the following changes be incorporated into TS 32.276 [1], clause 5.3.1, basic principles for VCS online charging. 
First change
The OCS may request session re-authorization of active quota. 

The OCS may request service termination synchronously in response to a Reserve Units Request or asynchronously via Diameter Abort-Session-Request. In either case, the Proxy Function shall initiate termination of the voice call using CAMEL procedures, as specified in TS 23.078 [207].
The OCS may specify a termination action for the Voice Proxy on consumption of the final granted units. The only action supported is TERMINATE.
The following capabilities defined in TS 32.299 [50] are not applicable to VCS charging:

-
Credit pooling

-
Envelope reporting

-
Online control of offline charging information

-
Support of multiple service

NOTE: The Multiple Operation and Multiple Unit Operation information elements are utilized as per Table 6.2.1.1.1. Only one service is supported per VCS charging session.
End of changes
