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1
Decision/action requested

Discuss and approve on the text proposal.
2
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3
Rationale

This contribution proposes the PM measurements and the use case releated to the associated UE to [1].
4
Detailed proposal
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4
Measurements related to WLAN

4.1
Measurements related to UE association
4.1.1
Mean number of associated UE
 a)
This measurement provides the mean number of UEs that are associated with a WLAN AP.
b)
SI.

c)
This measurement is obtained by first sampling at a pre-defined interval the number of associated UE in a WLAN AP, and then calculating the mean number of associated UE from the samples.

d)
A single integer value.

e)
UE.AssociatedUeNumMean
f)
WLANManagementFunction
g)
Valid for packet switching.

h)
Combined
4.1.2
Maximum number of associated UE
a)
This measurement provides the maximum number of UEs that are associated with a WLAN AP.
b)
SI.

c)
This measurement is obtained by first sampling at a pre-defined interval the number of associated UE in a WLAN AP, and then selecting the maximum number of associated UE from the samples.
d)
A single integer value.

e)
UE.AssociatedUeNumMax
f)
WLANManagementFunction
g)
Valid for packet switching.

h)
Combined
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Annex A (informative):
Use cases for performance measurements definition

A.1
Use case for UE association measurements
An UE is associated with a WLAN AP, when the UE passed the authentication process, and is able to gain n full access to the WLAN. Association allows the WLAN AP to record each mobile device so that frames may be received from an UE or sent to an UE. The UE association measurements enable operators to gain information related to UE association (e.g. How many UEs are currently associated with a WLAN AP. Performance of UE association, … etc.)
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