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	Reason for change:
	There isn’t any QoS negotiation in MBMS. Therefore no QoS Negotiated exists. QoS Requested/QoS Negotiated in “ChangeOfMBMSCondition” should be removed.

	
	

	Summary of change:
	a)  Remove “QoS Requested” and “QoS Negotiated” from “ChangeOfMBMSCondition”.
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	First change


5.1.2.2.46
QoS Requested/QoS Negotiated

Quality of Service Requested contains the QoS desired by MS at IP-CAN bearer activation. QoS Negotiated indicates the applied QoS accepted by the network.

If a pre-Release '99 only capable terminal is served, the applicable QoS parameters and their encoding in the CDRs are specified in TS 32.015 [228].

In all other cases for 2/3G, the applicable QoS attributes are defined in the "Quality of Service profile" in TS 23.060 [202], and their encoding in the CDR corresponds to the "Quality of Service profile" specified in TS 29.060 [215].  
In EPC stage, the applicable QoS attributes encoding in the CDR corresponds to “Bearer Quality of Service” at IP-CAN bearer level and “Flow Quality of Service” at IP flow level specified in TS 29.274[223].
Note: QoS Requested/QoS Negotiated isn’t used in MBMS/eMBMS. Oppositely QoS used in MBMS/eMBMS for charging is specified in “Required MBMS Bearer Capabilities”.
	Second change


5.2.2.2
PS domain CDRs

……
ChangeOfMBMSCondition
::= SEQUENCE

--

-- Used in MBMS record
--

{





dataVolumeMBMSUplink

[1] DataVolumeMBMS OPTIONAL,


dataVolumeMBMSDownlink

[2] DataVolumeMBMS,


changeCondition



[3] ChangeCondition,


changeTime




[4] TimeStamp,


failureHandlingContinue

[5] FailureHandlingContinue OPTIONAL

}
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