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1
Decision/action requested

Approval
2
References

[1]
3GPP TR 32.838 V0.6.0 (2014-02) Compliance of 3GPP SA5 specifications to the NGMN Top Operational Efficiency (OPE) Recommendations
3
Rationale

For the Centralized NM-based SON the TS 32.762, 6.3.25 contains definition of the IOC EUtranCellNMCentralizedSON. 

However some parameters are missing in the object like for example “RACH backoff parameter value” identified in the TS 36.300 as follows: 
22.4.3
Support for RACH Optimisation

The setting of RACH parameters that can be optimized are: 

-
RACH configuration (resource unit allocation);

-
RACH preamble split (among dedicated, group A, group B);

-
RACH backoff parameter value;

-
RACH transmission power control parameters.
However some parameters e.g. “RACH backoff parameter value” are missing in the IOC EUtranCellNMCentralizedSON.

4
Detailed proposal

	1st proposed change


	"Provide an open Northbound Interface for all SON related parameters for interoperability with 3rd party tools."

	Relevant 3GPP specifications: TS 32.762, 32.425

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	N
	For the Centralized NM-based SON the TS 32.762, 6.3.25 contains definition of the IOC EUtranCellNMCentralizedSON. However some parameters are missing in the object, for example “RACH backoff parameter value” defined in the TS 36.300
	Extend the definition of the IOC EUtranCellNMCentralizedSON to incorporate “RACH backoff parameter value” defined in the TS 36.300
	N/A
	Open


	End of proposed changes


