
3GPP TSG-SA5 Meeting #94 
S5-140711
Palm Beach, Aruba 24-28 March 2014











revision of S5-140601
	CR-Form-v11

	CHANGE REQUEST

	

	
	             32.251
	CR
	       0364
	rev
	1
	Current version:
	12.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Introduce IP-CAN session Charging description

	
	

	Source to WG:
	Alcatel-Lucent

	Source to TSG:
	S5

	
	

	Work item code:
	P4C-F-CH_P
	
	Date:
	2014-03-26

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	IP-CAN session online charging is not described for 3GPP UE NSWO traffic and fixed users in convergent scenario

	
	

	Summary of change:
	Introduce IP-CAN session online charging
Correct hanging paragraph

	
	

	Consequences if not approved:
	Not possible for 3GPP UE NSWO traffic and fixed users in convergent scenario to provide IP-CAN session online Charging 

	
	

	Clauses affected:
	D.3.3.1, D.3.3.1.0(New),D.3.3.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First change


D.3.3.1
Basic principles
D.3.3.1.0
Introduction

The Chargeable events and messages contents applicable to the IP-Edge [PCEF] and to the TDF are specified under the subclauses below.

	Next change


D.3.3.1.1
IP-CAN session charging


IP-CAN session online charging is achieved by associating a vendor specific rating group or combination of rating group and service id with the IP-CAN session, such that the quota handling for the IP-CAN session shall be based on.
The amount of data counted with IP-CAN session vendor specific rating group or combination of rating group and service id shall be the user plane payload. Time metering is started when IP-CAN session is activated.
Either IP-CAN Session Charging or Flow Based Charging but not both may be active at the same time, as determined by Charging Characteristics.
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