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1
Decision/action requested

Use this pCR to include in a Super CR to capture all agreed changes on 32.111-1 as a result of the new WI Alarm Quality Improvements, based on the recommendations in TR 32.859.
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3
Rationale

The WI Alarm Quality Improvements aims at implementing relevant recommendations of the TR 32.859 in 3GPP 32 series of technical specifications. The study has identified inconsistent definitions of “event” in the TS32.111 series of Fault Management standards. 
The following definition is found in 3GPP TS 32.111-1  [2]:
event: this is a generic term for any type of occurrence within a network entity

NOTE:
A notification or event report may be used to inform one or more OS(s) about the occurrence of the event.
In 3GPP TS 32.111-2   [3]  “Event” is  defined as :
Event: occurrence that is of significance to network operators, the NEs under surveillance and Network Management applications. Events do not have state. 

It is proposed to define “event” consistent in all related TSs as in 3GPP TS 32.111-2   [3]
4
Detailed proposal

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

active alarm: an alarm that has not been cleared and which is active until the fault that caused the alarm is corrected and a "clear alarm" is generated

ADAC Faults: faults that are "Automatically Detected and Automatically Cleared" by the system when they occur and when they are repaired

ADMC Faults: faults that are Automatically Detected by the system when they occur and Manually Cleared by the operator when they are repaired

alarm: abnormal network entity condition, which categorizes an event as a fault

alarm notification: notification used to inform the recipient about the occurrence of an alarm

clear alarm: alarm where the severity value is set to "cleared"

event:  occurrence that is of significance to network operators, the NEs under surveillance and Network Management applications. Events do not have state.
NOTE:
A notification or event report may be used to inform one or more OS(s) about the occurrence of the event.

fault: a deviation of a system from normal operation, which may result in the loss of operational capabilities of the element or the loss of redundancy in case of a redundant configuration

notification: information message originated within a network entity to inform one or more OS(s) about the occurrence of an event

