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7.2.37
Change-Condition AVP

The Change-Condition AVP (AVP code 2037) is of type Integer32,  and indicates the change in charging condition: (Qos change, tariff time change …) which causes:

-
sending of  Accounting-request from PCN/IMS nodes
-
volume counts container closing  for an IP-CAN bearer.

-
service data container closing.
-
record closing.
The following  values are defined : 

"Normal Release"









0

The "Normal Release" value is used to indicate IP-CAN session termination , IP-CAN bearer release or Service Data Flow Termination

" Abnormal Release "








1

" Qos Change "










2

"Volume Limit"
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"Time Limit
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"Serving Node Change"
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"Serving Node PLMN Change" 
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"User Location Change" 
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"RAT Change"
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"UE TimeZone Change"
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"Tariff Time Change" 
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"Service Idled Out"
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"serviceSpecificUnitLimit"
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"Max Number of Changes in Charging conditions" 
13

" CGI-SAI Change "
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" RAI Change "
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" ECGI Change "
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" TAI Change "
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" Service Data Volume Limit "
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" Service Data Time Limit "
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"Management Intervention"
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"Service Stop"
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"User CSG Information Change"
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"S-GW Change"
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“Service Change” 
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        The “Service Change” value is used in the IMS domain to indicate service-specific charging condition changes, for example change in media composition.
	Next change


7.2.54 
Diagnostics AVP
The Diagnostics AVP (AVP code 2039) is of type Integer32 and provides a more detailed cause value from PCN/IMS nodes. It complements the Change-Condition AVP for Offline Charging.

	End of change


