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1
Decision/action requested

This contribution proposed the text for the charging principles and scenarios for ProSe Direct Communication to the TR 32.8xx on ProSe Direct Communication Charging support.
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Rationale

This contribution provides the text proposal for introducing the charging principles and scenarios for ProSe Direct Communication to the TR 32.8xx, based on contents in the discussion paper on the ProSe Direct Communication Charging [2].
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Detailed proposal
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4
Architecture Considerations
4.1
ProSe one-to-many Direct Communication scenarios and assumptions

4.1.1 
ProSe one-to-many Direct Communication Scenarios 

ProSe one-to-many Direct Communication is a mode of communication whereby a group of UEs can communicate with each other directly over the PC5 interface defined in TS 23.303 [238]. This communication mode is supported when the UE is served by E-UTRAN and when the UE is outside of E-UTRA coverage.
Table 4.1.1.1shows scenarios for ProSe Direct Communication when UE1 and UE2 are located in-coverage /out-of-coverage of a cell. When UE A has a role of transmission, UE A sends message and UE B receives it. UE A and UE B can change their transmission and reception role. The transmission from UE A can be received by one or more UEs like UE B. 
Table .4.1.1.1 ProSe one-to-many Direct Communication Scenarios
	#
	Description
	UE A
	UE B
	Example

	1A
	Out-of-Coverage
	Out-of-Coverage
	Out-of-Coverage
	
[image: image1.emf]UEA UEB



	1B
	Partial-Coverage
	In-Coverage
	Out-of-Coverage
	
[image: image2.emf]UEA UEB



	1C
	In-Coverage-Single-Cell
	In-Coverage
	In-Coverage
	
[image: image3.emf]UEA

UE B



	1D
	In-Coverage-Multi-Cell
	In-Coverage
	In-Coverage
	
[image: image4.emf]UEA

UEB




Different types of Public Safety services are expected to be supported by the ProSe one-to-many Direct Communication, e.g. voice, location, low speed data, etc. Examples of the Public Safety use cases are presented in annex A.4 of TR 36.843 [23y]. 
As indicated in clause 1 and subclause 4.5.1.1.2.3.3 of TS 23.303 [238], ProSe UE-to-Network Relays and one-to-one direct communication are not applicable in Release 12. 
For a configured UE, the ProSe one-to-many Direct Communication does not have to involve the E-UTRAN. As specified in TS 23.303 [238], the UE uses the network signalled resources for communication when it is served by E-UTRAN, and uses the configured radio resources when not served by E-UTRAN. 

Figure 4.1.1.1 below illustrated the procedures involved in the transmission for the ProSe Direct Communication. 
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Figure 4.1.1.1: One-to-many ProSe Direct Communication transmission

Figure 4.1.1.2 illustrated the procedures involved in the reception for the ProSe Direct Communication.


[image: image6.emf] 

   

UE  

1  .    UE    is   configured   

with    group   

information  

2  .    Listens to radio   

resources   to   

receive group   

communication  

3  .    O  ne  -  to  -  many    direct    traffic  


Figure 4.1.1.2: One-to-many Direct Communication reception

It is noted that the group context (e.g. ProSe Layer 2 Group ID, Group IP multicast address, Security material, etc.) is based on the configured parameters. There is no specification in this release for dynamic group formation and management. 

4.1.2 
ProSe one-to-many Direct Communication Assumptions 
In Release 12, One-to-many ProSe Direct Communication   is applicable only to ProSe-enabled Public Safety UEs, as indicated in subclause 5.4.1 of TS 23.303 [238]. 
One-to-many ProSe Direct Communication   has the following characteristics:

-
One-to-many ProSe Direct Communication is connectionless. Thus there is no signalling over PC5 control plane.

-
There is no QoS support apart from priority handling.

-
The radio layer provides a user plane communication service for transmission of IP packets between UEs engaged in direct communication.

-
Members of a group share a secret from which a group security key may be derived to encrypt all user data for that group.

-
Authorisation for one-to-many ProSe Direct Communication is configured in the UE by the ProSe Function using PC3 reference point.

-
ProSe UE configuration parameters (e.g. including ProSe Group IP multicast addresses, ProSe Group IDs, Group security material, radio related parameters) are configured in the UE.

4.1.3 
RAN aspects of ProSe one-to-many Direct Communication assumptions 
According to working assumptions documented in TR 36.843 [23y], following assumptions are relevant to the ProSe one-to-many Direct Communication charging;
-
Public Safety one-to-many D2D broadcast communication should be possible irrespective of availability of infrastructure coverage.
-
It is assumedthat one-to-many D2D broadcast communication should be supported both on a dedicated carrier and on the same carrier as regular LTE.
-
When transmitting UEs are in-coverage, the UE may use eNB scheduled resources (Mode 1) or UE autonomous selected resources (Mode 2) based one configuration from eNB. The UE may use Mode 2 in coverage under exceptional cases, e.g. fail to establish RRC connection, even if eNB configures it to use Mode 1. 
-
When transmitting UEs are out-of-coverage, the resources used for D2D broadcast data are selected from a resource pool. The resource pool can be pre-configured, or semi-statically configured.
-
No Access Stratum signalling is required for group formation and Group ID allocation at access stratum level (Group IDs could e.g. be preconfigured or configured via higher layers.

 Editor's Note: Reference to TR 36.843 will be updated with TS 36.300 when RAN WGs incorporated corresponding conclusions.  
4.1.4 
Requirements for ProSe one-to-many Direct Communication Charging Support
TS 22.115 [23x] requires that for the ProSe one-to-many Direct Communication, the EPS shall be able to collect charging data for this communication including:

-
activation/deactivation, which is controlled by the service authorization process defined in subcluase 5.2 of TS 23.303 [238];

-
initiation/termination, which is controlled by the public safety application on the UE;

-
duration and amount of data transferred;

-
QoS, if via E-UTRAN (e.g. levels of availability, allocated resource);

-
inter-operator communication;

-
inter-operator signalling.
Editor's Note: Whether direct communication between UEs belonging to different PLMNs is considered inter-operator communication is FFS. 
Following additional requirement considerations are derived based on assumptions in subclause 4.1.2 and 4.1.3:
-
QoS information does not apply to one-to-many Direct Communicaiton, as the communication is not going via E-UTRAN and there is no QoS support apart from priority handling;

-
inter-operator signalling does not apply to one-to-many Direct Communication, as there is no NAS signalling involved; 
-
charging data collection mechanism should support the out-of-coverage one-to-many Direct Communication, i.e. delayed reporting of the data;
-
charging data collection should include the radio resources utilized for the one-to-many Direct Communication, since the UE may utilize different resources when in-coverage and out-of-coverage. 
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5
Charging principles and scenarios for ProSe one-to-many Direct Communication

5.1
Basic charging principles 
5.1.1
General
In Release-12, the ProSe Direct Communication covers only one-to-many communication for Public Safety use. The ProSe Direct Communication is applicable when UE is under E-UTRAN coverage or out of E-UTRA coverage. 
5.1.2
Requirements

The ProSe Direct Communication charging system needs to satisfy the following requirements:
-
delayed reporting of information on the direct communication out of E-UTRAN coverage is supported, with the UE making the information available to ProSe Function only when the UE returns to coverage;
Editor's Note: The secure storage of the information in the UE and transport of the information to the ProSe Function will confirmed with SA WG3. 
-
the one-to-many communication is connectionless and group oriented, and thus the charging information needs to include the identity of the group involved in the one-to-many communication;

-
the charging information needs to include the transmission and reception usage from reporting UE point of view;

-
the charging information should identify the periods of communication under E-UTRAN coverage and out of E-UTRAN coverage with associated radio resources information;

-
in Release 12, online charging is not applicable to ProSe Direction Communication for Public Safety usage, due to the support of out-of-coverage cases and the lack of control procedures involving the network. 
	End of changes
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