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	1st Modified Section


A.2.2.2
IOC UtranGenericCell 

Mapping from NRM IOC UtranGenericCell attributes and associations to SS equivalent MOC UtranGenericCell attributes

	IS Attributes
	SS Attributes
	SS Type 

	id
	id
	String

	cId
	cId
	Long

	localCellId
	localCellId
	Long

	relatedAntennaList
	relatedAntennaList
	GenericNetworkResourcesIRPSystem::

AttributeTypes::MOReferenceSet 

	maximumTransmissionPower
	maximumTransmissionPower
	Short

	lac
	lac
	Long

	pichPower
	pichPower
	Float

	pchPower
	pchPower
	Float

	fachPower
	fachPower
	Float

	rac
	rac
	Long

	sac
	sac
	Long

	uraList
	uraList
	GenericNetworkResourcesIRPSystem::
AttributeTypes::LongSet

	AssociatedWith/
utranCell-IubLink
	utranCellIubLink
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference

	cellMode
	cellMode
	GenericNRMAttributeTypes:: CellModeEnumType

	operationalState
	operationalState
	StateManagementIRPOptConstDefs::
OperationalStateTypeOpt

	hsFlag
	hsFlag
	short

	hsEnable
	hsEnable
	short

	numOfHspdschs
	numOfHspdschs
	short

	numOfHsscchs
	numOfHsscchs
	short

	frameOffset
	frameOffset
	short

	cellIndividualOffset
	cellIndividualOffset
	float

	hcsPrio
	hcsPrio
	short

	maximumAllowedUlTxPower
	maximumAllowedUlTxPower
	short

	snaInformation
	snaInformation
	GenericNetworkResourceMAttributeTypes:: snaInformationType

GenericNRMAttributeTypes:: 

snaInformationType


	qrxlevMin
	qrxlevMin
	short

	deltaQrxlevmin 
	deltaQrxlevmin
	short

	qhcs
	qhcs
	short

	penaltyTime
	penaltyTime
	short

	referenceTimeDifferenceToCell
	referenceTimeDifferenceToCell
	short

	readSFNIndicator
	readSFNIndicator
	boolean

	restrictionStateIndicator
	restrictionStateIndicator
	GenericNRMAttributeTypes:: 
restrictionStateEnumType

	dpcModeChangeSupportIndicator
	dpcModeChangeSupportIndicator
	GenericNRMAttributeTypes:: 
dpcModeChangeSupportEnumType

	relatedTmaList
	relatedTmaList
	GenericNetworkResourceIRPSystem::
AttributeTypes::MOReferenceSet

	relatedSectorEquipment
	relatedSectorEquipment
	GenericNetworkResourceIRPSystem::
AttributeTypes::MOReference

	NOTE 1:
For all support qualifiers with the value “O”, see attribute constraints in TS28.652 [4].

NOTE 2:

For all support qualifiers with the value “CO” see attribute constraints in TS 28.652 [4].

NOTE 3:

For all support qualifiers with the value “CM” see attribute constraints in TS 28.652 [4].


	2nd Modified Section


A.2.2.5
IOC ExternalUtranGenericCell 

Mapping from NRM IOC ExternalUtranGenericCell attributes and associations to SS equivalent MOC ExternalUtranGenericCell attributes

	IS Attributes
	SS Attributes
	SS Type

	d
	id
	string

	cId
	cId
	long

	Mcc
	mcc
	short

	Mnc
	mnc
	short

	rncId
	rncId
	long

	cellMode
	cellMode
	GenericNRMAttributeTypes::CellModeEnumType

	lac
	lac
	long

	rac
	rac
	long

	controllingRnc
	controllingRnc
	GenericNetworkResourcesIRPSystem::
AttributeTypes::MOReference

	hsFlag
	hsFlag
	short

	frameOffset
	frameOffset
	short

	cellIndividualOffset
	cellIndividualOffset
	long

	hcsPrio
	hcsPrio
	short

	maximumAllowedUlTxPower
	maximumAllowedUlTxPower
	short

	qrxlevMin
	qrxlevMin
	short

	deltaQrxlevmin 
	deltaQrxlevmin 
	short

	Qhcs
	qhcs
	short

	penaltyTime
	penaltyTime
	short

	referenceTimeDifferenceToCell
	referenceTimeDifferenceToCell
	short

	readSFNIndicator
	readSFNIndicator
	boolean

	restrictionStateIndicator
	restrictionStateIndicator
	GenericNRMAttributeTypes:: 
restrictionStateEnumType

	dpcModeChangeSupportIndicator
	dpcModeChangeSupportIndicator
	GenericNRMAttributeTypes:: 
dpcModeChangeSupportEnumType

	snaInformation
	snaInformation
	GenericNRMAttributeTypes:: snaInformationType

	NOTE 1:
For all support qualifiers with the value “O”, see attribute constraints in TS 28.652 [4].

NOTE 2:

For all support qualifiers with the value “CO” see attribute constraints in TS 28.652 [4].

NOTE 3:

For all support qualifiers with the value “CM” see attribute constraints in TS 28.652 [4].


	End of Modified Section


