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1
Decision/action requested

The group is asked to discuss and agree on the proposed text change.
2
References

[1]
DRAFT 3GPP TS 28.667 Radio Planning Tool (RPT) Network Resource Model (NRM) Integration Reference Point (IRP); Requirements (Release 12) V0.1.0
3
Rationale

There are many kinds of data are defined in 32 series standards. 

ARCF Data: ARCF data are the data which are required for successful activation (of e.g. cell, eNB) that require coordination between several cells and cannot be generated below Itf-N. Some of the ARCF data may be used directly as eNodeB configuration data and some of the ARCF data may be used to generate more other eNodeB configuration data. eNodeB will use the ARCF data together with other configuration data as initial eNodeB radio configuration data. The eNodeB initial radio configuration data will be used for self-configuration.

Configuration data are normally defined as NRM IRP in the standards. 
The RPT WI introduced new RPT data and initial planning data which are used to be accessed by NM layer applications.

Discussion on the relation between the different kinds of data above is necessary. We propose that the relation as shown below:
1. The initial planning data includes ARCF data and RPT data which are all generated by RPT.

2. The partial ARCF data are used as configuration data directly and other ARCF data are used to generate more other configuration data.

3. The RPT data is rather stable data compared with ARCF data and it has no overlapping with configuration data.




4
Detailed proposal
It is proposed to make the following changes to draft TS 28.667 V0.1.0 [1]
	1st proposed change


3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Radio Planning Tool: to be added
Initial Planning data: The initial planning data is generated by Radio Planning Tools. It includes ARCF Data defined in TS 32.501 and RPT data. 
RPT data: RPT data are site geographic data and antenna geographic data. These data are not likely to change very often after they are generated.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

RPT
Radio Planning Tool
	2nd proposed change


4
Concepts and background
4.X
Relation of RPT data, ARCF data, Initial Planning data and Configuration data
1. The initial planning data includes ARCF data and RPT data which are all generated by RPT.

2. The partial ARCF data are used as configuration data directly and other ARCF data are used to generate more other configuration data.

3. The RPT data is rather stable compared with ARCF data and it has no overlapping with configuration data.




	End of change
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