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1
Decision/action requested

Discuss and agree on the proposed content for the Architecture chapter
2
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3
Rationale

This pCR proposes content for the Specification Level Requirements chapter of TS 28.667.
4
Detailed proposal
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6
Specification level requirements

6.1
Requirements

REQ-RPT_NRM-FUN-001: The RPT shall support a capability allowing the NM to retrieve planned site data (e.g. site latitude, site longitude) from the RPT.

REQ-RPT_NRM-FUN-002: The RPT shall support a capability allowing the NM to retrieve planned antenna data (e.g. antenna latitude, antenna longitude, antenna type, pattern label, antenna tilt) from the RPT.
REQ-RPT_NRM-FUN-003: The RPT shall support a capability allowing the NM to find out the planned antennas supporting a planned cell.

REQ-RPT_NRM-FUN-004: The RPT shall support a capability allowing the NM to find out the planned cells supported by a planned antenna.

REQ-RPT_NRM-FUN-005: The RPT shall support a capability allowing the NM to find out the RAT of a planned cell.

6.2
Actor roles

See clause 5.2.
6.3
Telecommunications resources

See clause 5.3

6.4
Use cases

6.4.1
Use Case: Read planned site data
The use case in clause 5.4.1 describes in generic fashion the use case on reading planned data from the RPT. In the use case “Read planned site data” this information is planned site data.
6.4.2
Use Case: Read planned antenna data
The use case in clause 5.4.1 describes in generic fashion the use case on reading planned data from the RPT. In the use case “Read planned antenna data” this information is planned antenna data.
6.4.3
Use Case: Find out the planned antennas supporting a planned cell

The use case in clause 5.4.1 describes in generic fashion the use case on reading planned data from the RPT. In the use case “Find out the planned antennas supporting a planned cell” this information is data about which planned antennas support a planned cell. The data returned contains thus for each cell identifier a set of antenna identifiers.

6.4.4
Use Case: Find out the planned cells supported by a planned antenna

The use case in clause 5.4.1 describes in generic fashion the use case on reading planned data from the RPT. In the use case “Find out the planned cells supported by a planned antenna” this information is data about which planned cells are supported by a planned antenna. The data returned contains thus for each antenna identifier a set of cell identifiers.
6.4.5
Use Case: Find out the RAT of a planned cell

The use case in clause 5.4.1 describes in generic fashion the use case on reading planned data from the RPT. In the use case “Find out the RAT of a planned cell” this information is data about the RATs of the planned cells.
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