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1. Overall Description:

RAN3 would like to thank SA5 for the LS on clarifications about MOCN and GWCN. Regarding the questions from SA5, RAN3 has the following feedback:
Q1: Radio resources sharing policies: SA5 would like to know which, in MOCN and GWCN, radio resources sharing policies are supported 

A1: The rel-12 specifications leave it up to implementation how to manage radio resource sharing policies.
Q2: Access control: In 3GPP TS 22.011 Section 4.3.1, the following is stated: "In the case of multiple core networks sharing the same access network, the access network shall be able to apply Access Class Barring for the different core networks individually". According to this statement, is it possible for each sharing operator to define their own Access Class (for example, in a shared cell, Operator A wants to allow only emergency services for their subscribers while Operator B allows all services for their subscribers)?

A2: RAN3 believes that RAN2 should provide feedback on questions related to Access Class Barring.
Q3: Quality of service measurement: SA5 is in charge of delivering specifications for performance management. In particular, TS 32.425 (Performance measurements Evolved Universal Terrestrial Radio Access Network (E-UTRAN)) defines measurements for E-UTRAN. In the case where radio resources can be split among sharing operators, SA5 is trying to identify which types of performance indicators can be measured on a per PLMN ID basis. So far the work is still in progress and SA5 would like to get RAN3 opinion on the following measurements identified in TS 32.425 to be adapted for MOCN and GWCN scenarios:

a. RRC connection establishment measurements (cf. Section 4.1.1)

b. Active UEs (cf. Section 4.4.2)

c. Radio resource utilization related measurements (cf. Section 4.5).
A3: RAN3 believes that RAN2 should provide feedback on the measurements which are under its responsibility.

RAN3 would like only to comment that there is an on-going Study Item on RAN Sharing for LTE which deals with these topics, please see TR 36.856 for more information.

ACTION:
TO SA5 and RAN2 groups:

RAN3 provides a response to SA5 LS and kindly requests RAN2 and SA5 to take the presented clarifications into account
3. Date of Next TSG-RAN3 Meetings:

RAN3#85 
18 – 22 August
Dresden, Germany
RAN3#85bis
 6 – 10 October
Shanghai, China
