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1
Decision/action requested

Discuss and agree the proposed pCR.
2
References

3
Rationale

See S5-144287.

4
Detailed proposal

	1st Modified Section


5
IRP descriptions: interface definitions
5.1
Class diagram

[image: image1]
5.2
Generic rules
Rule 1: each operation with at least one input parameter supports a pre-condition valid_input_parameter which indicates that all input parameters shall be valid with regards to their information type. Additionally, each such operation supports an exception operation_failed_invalid_input_parameter which is raised when pre-condition valid_input_parameter is false. The exception has the same entry and exit state.
Rule 2: Each operation with at least one optional input parameter supports a set of pre-conditions supported_optional_input_parameter_xxx where "xxx" is the name of the optional input parameter and the pre-condition indicates that the operation supports the named optional input parameter. Additionally, each such operation supports an exception operation_failed_unsupported_optional_input_parameter_xxx which is raised when (a) the pre-condition supported_optional_input_parameter_xxx is false and (b) the named optional input parameter is carrying information. The exception has the same entry and exit state.
Rule 3: each operation shall support a generic exception operation_failed_internal_problem that is raised when an internal problem occurs and that the operation cannot be completed. The exception has the same entry and exit state.
5.3
Interface RptOperations_1 (M)
5.3.1
getAllPlannedData (M)

5.3.1.1
Definition
The NM invokes this operation to read all planned data from the RPT.
5.3.1.2
Input data
This operation has no input data.
5.3.1.3
Output data
	Name
	Qualifier
	Matching Information
	Comment

	allPlannedData
	M
	SiteList and contained supporting IOCs
	This parameter returns all planned data held by the RPT. The data structure is described by the information model specified in chapter 4.

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	If allPlannedDataReturned is true, status = OperationSucceeded.

If operation_failed is true, status = OperationFailed.


5.3.1.4
Pre-condition
networkPlanned
	Assertion Name
	Definition

	networkPlanned
	The network is planned and the planned data is stored and available in the RPT.


5.3.1.5
Post-condition

allPlannedDataReturned
	Assertion Name
	Definition

	allPlannedDataReturned
	The planned data in the RPT remains unchanged as the result of this operation. 


5.3.1.6
Exception
	Assertion Name
	Definition

	operation_failed
	Condition: The pre-condition is false or the post-condition is false.
Returned Information: The output parameter status.
Exit state: Entry state.


	End of Modified Sections






























































<<use>>





getAllPlannedData()





<<Interface>>


RptOperations_1





<<InformationObjectClass>>


RptIRP
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