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6.5.2.1
1 3GPP Work Plan status

Percentage of completion: 
WLAN Network Resource Model for Type-2 interface (560136): 15% to 20%
Estimated completion date: SA#65 – 09/2014
WLAN Network Resource Model for Type-2 interface (560136): SA#68 – 06/2015
2 Technical Progress status

Summary of progress:  
1. Discuss the contributions to define the WLAN alarm mapping method
2. Discuss the contributions to define the WLAN alarm NRM.
3. Agree the WLAN alarm mapping.
3 Minutes

The session was held on Tuesday October 21 2014, Q4 and Thursday October 23 2014, Q1 session.
	Tdoc
	Title
	Source
	Note

	S5-145144
	pCR on 28.680 WLAN alarm mapping
	Intel
	Intel presented the contribution 
Intel: The contribution proposed the method to map IETF defined alarm notifications to 3GPP alarms.
Ericsson: Need to map the IETF defined alarms to all 3GPP alarm attributes.
Ericsson: Need to describe the condition when the 3GPP alarm notification should be sent or should not be sent to IRPManager.
S5-145144 is revised to S5-145364 ssonnot necessary. as Type-1 interface that is different from teh 




























































	S5-145145
	pCR on 28.682 WLAN network resources model
	Intel
	Intel presented the contribution.

Ericsson: use apFunction in the WLAN NRM containment diagram.
Ericsson: It is not clear if AP is in PLMN.
NSN (Yizhi): It is not clear if AP should be contained in subnet, managedELement, or Top.
Noted.


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	1
	Investigate the management mode of WLAN access point (e.g. whether the WLAN AP should be contained in the subnet, domain, or cluster).
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