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1
Decision/action requested

Capture the text for making the UE reporting configuration per UE in TR 32.844.
2
References

[1]
3GPP TR 32.844 Study of charging support of Proximity-based Services (ProSe) Direct Communication for Public Safety use
3
Rationale

In TR 32.844[1] the configuration for the UE's reporting is drafted in a way that implying the configuration is per group, i.e. each group may be configured to report different information on the usage.

This is unnecessarily complicated and cause processing overhead at UE and the ProSe Function when formatting the report and reading the contents. In addition, there is no identified use cases that requires such per group reporting configuration from the public safety operators.  

It is therefore proposed that the configuration of the the reporting behaviour be at UE level, i.e. the UE will report the same format of the usage information across all groups. This will make the charging system handling much simpler.   
4
Detailed proposal

	Beginning of first change


5.3.2
Usage information to be collected

Following usage information for the ProSe Direct Communication shall be collected, and be included in the usage information report if configured by the network:

-
UE identity, e.g. IMSI;

-
For every reporting period:

- 
List of serving PLMN IDs when the ProSe Direct Communication is under E-UTRAN coverage;

- 
List of the locations of the UE, e.g. ECGIs, and the corresponding timestamps;
- 
Radio Parameters used for the ProSe Direct Communication, as defined in TS 24.333 [241];

- 
List of timestamps of when the UE goes in/out of E-UTRAN coverage;  

- 
For every ProSe Direct Communication Group (identified by ProSe L2 Group ID):

- 
Group Parameters used for the ProSe Direct Communication, as defined in TS 24.333 [241], e.g. ProSe L2 Group ID, IP Multicast Address, Source IP address, etc.;

- 
Timestamp of the first one-to-many communication transmission/reception;

- 
Identities of the transmitters in the one-to-many communication session, e.g. Source L2 ID and IP address;

- 
Amount of data transmitted by UE;
- 
Amount of data transmitted by UE when in E-UTRAN coverage;

- 
Amount of data transmitted by UE when out of E-UTRAN coverage;
- 
Amount of data received by UE; 

- 
Amount of data received by UE when in E-UTRAN coverage;

- 
Amount of data received by UE when out of E-UTRAN coverage;
-
Application specific data, e.g. application specific session floor control information, Application layer User ID of group members in the communication.

The network shall be able to configure the UE with information to be included in the usage information report as per following:


- 
Whether the Group Parameters need to be reported;

- 
Whether timestamps of the first transmission/reception need to be reported;

- 
Whether the amount of data transmitted by UE needs to be reported;

- 
Whether the amount of data received by UE needs to be reported;

- 
Whether the list of timestamps of when UE goes in/out of E-UTRAN coverage need to be recorded.

	End of changes


