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1
Decision/action requested

Approval
2
References

[1]

TR 32.838 V1.1.0 (2014-09) Gap analysis between 3GPP SA5 specifications and NGMN Top Operational Efficiency (OPE) Recommendations
3
Rationale

Fill the section 7.2 of the TR 32.838.
4
Detailed proposal

	1st modified section


	"SON should support the automatic parameter optimization for the following use case: 

Automatic optimization of mobility and handover related parameters (i.e. cell individual offsets, down tilts, Event A related parameters) in dependency of related KPIs."

	Relevant 3GPP specifications:

TS 32.522, 32.762, 32.766, 32.425
	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	TS 32.522 clause 4.3 defines the following aspects of the distributed Handover (HO) Parameter Optimization Function
-
Objective and Targets

-
Parameters To Be Optimized

-
Optimization Method


-
Problem Detection


-
Problem Solution

-
Architecture


-
Definition of Logical Functions


-
Location of Logical Functions
	None
	TS 32.522:

SP-100833 (CR0002R3)

SP-110284 (CR0009R2, CR0066R2 ) 

SP-110634 (CR0066R1, CR0081R2)  

SP-110721 (CR0070R1, CR0071R1, CR010, CR0011R1)
	Closed

	
	TS 32.762 specifies attrbutes of the IOC EUtranCellNMCentralizedSON that are relevant to centralized HO optimization, see the list in the clause 6.3.25.2 and Table 6.5.1.1
TS 32.766 specifes the corresponding Solution Set definitions
TS 32.425 in clause 4.3.5 provides a list of relevant performance measurements specified in TS 32.425, clause 4.3
	
	TS 32.762: CR0032R4

TR 32.766: CR0026
TS 32.425:

SP-100035 (CR011),

SP-100262 (CR019),

SP-100488 (CR023),

SP-110095 (CR035R1),

SP-110095 (CR068R1),

SP-110095 (CR069R1),

SP-110288 (CR079),

SP-110707 (CR0089R1),

SP-120355 (CR0106R1),

SP-120358 (CR0111R1)
	Closed


	End of modified sections


