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1
Decision/action requested

The group is asked to discuss and agree on the proposed text change.
2
References

[1]
TR 32.842 Telecommunication management; Study on network management of Virtualized Networks
3
Rationale

This contribution proposes the use case of the instantiation of core network service.
4
Detailed proposal

	1st proposed change


5
Management use cases
5.X
Use case for Instantiation of Core Network Service 
5.X.1      Introduction 
This use case is to describe operator originated instantiation of core network service. To support the core network service, it may need the instantiation of multiple VNFs and setup the connections between the network elements.
5.X.2       Actors
1. Operator

2. management system which includes NM, DM, EM, NFVO, VNFM, VIM.

5.X.3       Pre-conditions
Operator wants to deploy new network service. The vendor provided VNF software package has been on-boarded into operator’s repository.
5.X.4       Description
1. Based on the network service requirements, operators plan and design the multi-vendor core network elements deployment which includes the related network elements information and the connection information between the network elements. 
2. Operator initiates the VNF network service instantiation from the management system.

3. The instantiation of network service may include the instantiation of multiple related VNFs and the related connections. 

4. For the instantiaion of VNF, the virtual resources are allocated first by the management system.

5. After resource are allocated, the network element parameters and connections related configuration parameters are configured to VNF by the management system.


6. After all the network service related VNFs and the corresponding connections are configured, the virtualized network is ready to provide network service.
5.X.5       Post-conditions
The new network service is ready for operator to use.
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