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	Reason for change:
	The current “SGW Change” in PS information and SGW CDR reflects the first charging event within the “new” SGW is due to inter S-GW change. There may be other similar situations of inter Nodes changes: 

· SGW <-> ePDG
· ePDG <-> ePDG
· SGW <-> HSGW
· HSGW <-> HSGW 
The indicator, when used from new SGW does not cover when the change is from old ePDG/HSGW to new SGW.

The first charging event, when sent from new ePDG and HSGW, need to be indicated as result from inter-Node change, as well, similarly as for SGW.   

	
	

	Summary of change:
	Update the “SGW Change” definition under PS information to address the different Inter Node changes (ePDG,SGW, HSGW) indicated from “new” Nodes (SGW, ePDG, HSGW).



	
	

	Consequences if not approved:
	Inconsistency in offline charging on different scenarios of changes between SGW, ePDG and HSGW
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7.2.200
SGW-Change AVP

The SGW-Change AVP (AVP Code 2065) is of type Enumerated, and indicates this is the first Accounting Request (ACR)[Start] due to an inter Node change (change from SGW, ePDG, HSGW). If this AVP is not present, this means this ACR [Start] is not due to an inter Node change.

The following values are defined:

0
ACR_Start_NOT_due_to_SGW_Change

1
ACR_Start_due_to_SGW_Change
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