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1
Decision/action requested

Propose CDR definition for Prose Direct Communication to the TS 32.844.
2
References

 [1]
3GPP TS 32.844 Study of charging support of Proximity-based Services (ProSe) Direct Communication for Public Safety use
3
Rationale

This contribution provides the proposed CDR definition for Prose Direct Communication to the TS 32.844.
4
Detailed proposal

First Change
5A
CDR description on the Bx interface
5A.1
General

PF-DC-CDR is generated based on ProSe Direct Communication information from the ProSe function;

5A.2
Direct Communication charging data in ProSe Function (PF-DC-CDR)

If the collection of CDR data is enabled then the charging data specified in table 5A.2.1 shall be available for direct communication.
Table 5A.2.1: ProSe Function Direct Communication data (PF-DC-CDR)
	Field
	Category
	Description

	Record Type 
	M
	ProSe Direct Communication record.

	Retransmission
	Oc
	This parameter, when present, indicates that information from retransmitted Accounting Requests has been used in this CDR.

	Served IMSI
	C
	IMSI of the served party.

	HPLMN ProSe Function PLMN Identifier
	OM
	PLMN identity of HPLMN ProSe function.

	VPLMN ProSe Function PLMN Identifier
	OC
	PLMN identity of VPLMN ProSe function.

	Local PLMN ProSe Function PLMN Identifier
	OC
	PLMN identity of Local PLMN ProSe function.

	Node ID
	Oc
	The identifier of the ProSe Function.

	ProSe Function IP Address
	Oc
	The IP address of the ProSe Function.

	ProSe Function ID
	Oc
	The FQDN that identifies the ProSe Function.

	Collection Start Timestamp
	Oc
	The time when collection of charging data in this CDR is started, i.e. the first one-to-many communication transmission/reception.

	Collection Stop Timestamp
	Oc
	The time when collection of charging data in this CDR is stopped, i.e. the last one-to-many communication transmission/reception.

	Record Opening Time
	M
	Time stamp when the CDR is open.

	Enter coverage timestamp
	Oc
	Timestamps of when the UE goes in E-UTRAN coverage.

	Leave coverage timestamp
	Oc
	Timestamps of when the UE goes out of E-UTRAN coverage.

	UE Location
	Oc
	The locations of the UE, e.g. ECGIs

	Coverage status
	Oc
	Whether UE is served by E-UTRAN or not.

	ProSe UE ID
	Oc
	The link layer identifier assigned by the ProSe Key Management Function as defined in TS 33.303 [29] that uniquely represents the UE in the context of one-to-many ProSe Direct Communication for this group

	Source IP address
	Oc
	The IP address UE used as source address for performing ProSe direct communication.

	ProSe Layer-2 Group ID
	Oc
	The identifier of the group in the context of one-to-many ProSe Direct Communication.

	ProSe Group IP multicast addresses
	Oc
	The IP multicast address to be used for performing ProSe direct communication.

	Transmitted volume in coverage
	Oc
	Amount of data transmitted by UE when in E-UTRAN coverage.

	Transmitted volume out of coverage
	Oc
	Amount of data transmitted by UE when out of E-UTRAN coverage.

	Received volume in coverage
	Oc
	Amount of data received by UE when in E-UTRAN coverage.

	Received volume out of coverage
	Oc
	Amount of data received by UE when out of E-UTRAN coverage.


End of Change
