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1
Decision/action requested

Discuss and approve the proposal for site definition.
2
References

3
Rationale

At SA5#96 it was agreed to provide a more detailed definition of Site. Main concern was that the location of an antenna and the location of the rest of a base station may be different, and that in this case it is not clear what site refers to.
4
Detailed proposal

	1st Modified Section


4.3.1
Antenna
4.3.1.1
Definition

This Support Object Class represents an antenna.

4.3.1.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	antennaId
	M
	M
	-

	antennaName
	M
	M
	-

	antennaPatternLabel
	M
	M
	-

	antennaLongitude
	M
	M
	-

	antennaLatitude
	M
	M
	-

	antennaAltitude
	M
	M
	-

	antennaBearing
	M
	M
	-

	antennaMechanicalOffset
	M
	M
	-

	Attribute related to role
	
	
	

	theSupportedCells
	M
	M
	-


4.3.1.3
Attribute constraints

None.

4.3.1.4
Notifications

The common notifications defined in subclause 4.5 are valid for this Support Object Class, without exceptions or additions.

	2nd Modified Section


4.3.5
Site
4.3.5.1
Definition

This Support Object Class represents a site. A site designates the location of the base station (TR 21.905 [1]), and properties associated to the site such as site address, exact location and site name. In case the antenna is not at the same location as the (rest of the) base station, site designates the location of the main base station equipment.
4.3.5.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	siteId
	M
	M
	-

	siteAddress
	M
	-
	-

	siteName
	M
	-
	-

	siteLongitude
	M
	-
	-

	siteLatitude
	M
	-
	-

	siteAltitude
	O
	-
	-


4.3.5.3
Attribute constraints

None.

4.3.5.4
Notifications

The common notifications defined in subclause 4.5 are valid for this Support Object Class, without exceptions or additions.

	3rd Modified Section


4.4
Attribute definitions

4.4.1
Attribute properties

The following table defines the attributes that are present in the Support Object Classes of the present document.

	Attribute Name
	Documentation and Allowed Values
	Properties

	antennaBearing
	The bearing that the antenna is pointing to, see TS 23.032 [2]

allowedValues: see TS 23.032 [2]

NOTE: 
Identical to TS 28.662 [4] AntennaFunction::bearing
	type: Integer

	antennaAltitude
	The elevation of the antenna above sea level.
allowedValues: An integral value representing a number of meters in 0.1 meter increments.

NOTE: 
Identical to TS 28.662 [4] AntennaFunction::height
	type: Integer

	antennaId
	Operator defined antenna identifier

allowedValues: N/A
	type: String

	antennaLatitude
	The latitude of the antenna location based on the World Geodetic System (1984 version) global reference frame (WGS 84).

Positive values correspond to north of 0 degrees latitude (northern hemisphere).

allowedValues: valid values are described in TS 23.032 [2]

NOTE: 
Identical to TS 28.632 [3] AntennaInventoryUnit::latitude

Editor’s note: The exact definition is ffs, and needs to be aligned with other definitions of latitude/longitude.
	

	antennaLongitude
	The longitude of the antenna location based on the World Geodetic System (1984 version) global reference frame (WGS 84).

Positive values correspond to east of 0 degrees longitude.

allowedValues: valid values are described in TS 23.032 [2]

NOTE 1: 
Identical to TS 28.632 [3] AntennaInventoryUnit::longitude

Editor’s note: The exact definition is ffs, and needs to be aligned with other definitions of latitude/longitude.
	

	antennaMechanicalOffset
	This is a value representing a non-adjustable tilt value, which is imparted to the antenna due to the physical installation.

The actual tilt at any point in time is the summation of mechanicalOffset and retTiltValue.

A single integral value corresponding to an angle in degrees between 0 and 360 with a resolution of 0.1 degrees.

allowedValues: N/A

NOTE: 
Identical to TS 28.632 [3] AntennaInventoryUnit::mechanicalOffset
	type: Integer

	antennaName
	Name of the antenna. It is a free text field.

allowedValues: N/A
	type: String

	antennaPatternLabel
	The radiation pattern of the antenna, also referred to as antenna pattern.

allowedValues: N/A

NOTE: 
Identical to TS 28.632 [3] AntennaInventoryUnit::patternlabel
	type: String

	cellId
	Operator defined cell identifier.
	type: String

	siteAddress
	Address of the site

allowedValues: N/A
	type: String

	siteAltitude
	The elevation of the site above sea level.
allowedValues: An integral value representing a number of meters in 0.1 meter increments.
	type: Integer

	siteId
	Operator defined site identifier.

allowedValues: N/A
	type: String

	siteLatitude
	The latitude of the site location based on the World Geodetic System (1984 version) global reference frame (WGS 84).

Positive values correspond to north of 0 degrees latitude (northern hemisphere).

allowedValues: valid values are described in 3GPP TS 23.032 [2]
Editor’s note: The exact definition is ffs, and needs to be aligned with other definitions of latitude/longitude.
	type: Real

	siteLongitude
	The longitude of the site location based on the World Geodetic System (1984 version) global reference frame (WGS 84).

Positive values correspond to east of 0 degrees longitude.

allowedValues: valid values are described in 3GPP TS 23.032 [2]
Editor’s note: The exact definition is ffs, and needs to be aligned with other definitions of latitude/longitude.
	type: Real

	siteName
	Name of the site. It is a free text field.

allowedValues: N/A
	type: String

	Attributes related to role

	theSupportedCells
	This attribute carries a set of cellId.
	

	theSupportingAntennas
	This attribute carries a set of antennaId.
	


	End of Modified Sections


