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1
Decision/action requested

This is a pCR to TR Study of Inter-PLMN PS domain online charging – Inter-PLMN Diameter connection aspects
2
References

[1]
TR 32.843 Study on Inter-PLMN PS domain online charging

[2]
TS 23.401: "GPRS Enhancements for E-UTRAN Access".
[3]
TS 23.203: "Policy and Charging Control Architecture".
3 Rationale

This pCR addresses the issue related to proper routing of Gy traffic to roaming partner home OCS when roaming with LBO is used.
.
4 Detailed proposal

In this pCR a new issue is added to Inter-PLMN Diameter connection aspects section of TR 32.843 [1]    

	First change


4.4
Inter-PLMN Diameter connection aspects 

4.4.X
Key issue #X
4.4.X.1
Description 

In case S9 is not used and in case home HSS doesn’t provide home OCS address to the MME as part of charging characteristics at bearer creation time, visited network shall be able to identify the home OCS address for inter-PLMN online charging traffic.
4.4.X.2 Current status

If no S9 supported and if home OCS address is not provided by home HSS at bearer creation time, for inter PLMN-Gy traffic, visited PCEF will need to be configured with OCS addresses for each of the roaming partners.      
4.4.X.3 Alternative Solutions
OCS proxy may be used to analyse initial Diameter Gy messages, determine the destination OCS address and proceed to message routing. The OCS proxy shall maintain a list of partner operators with their associated destination addresses used to reach their home OCSs.
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