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1
Decision/action requested

Agreement on structure of key issues discussion and resolution.
2
References

[1]
3GPP TR 32.849 Study on Charging aspects on Roaming End-to-end scenarios with VoLTE IMS and interconnecting networks 
[2]
3GPP TR 29.949 Study on Technical aspects on Roaming End-to-end scenarios with VoLTE IMS and other networks
3
Rationale

Proposal of an update for the call flow section. The main question is how to proceed with this sections.
4
Detailed proposal

It is proposed that TR 32.849 be updated with the following changes.
First change
5.7
Routeing from originating visited network to terminating home network

This clause describes routeing from the originating visited network to the terminating home network including transit network scenarios.
The complete description of the scenario is shown in TR 29.949 [217] clause 5.7.


The scenario appears after the "originating roaming without loopback" according to clause 5.3 or "originating roaming with loopback" according to clause 5.4 has taken place. I.e. the call has already been set-up from the P-CSCF in the originating visited network via IMS in the originating home network back to the TRF in the originating visited network. This use case is like a normal IMS call between two IMS networks from an IBCF acting as exit point and an IBCF acting as entry point.
There is no specific signalling or roaming specific charging needed. It is a normal interconnection between two networks. Thus a consideration of roaming relevant charging issues is not needed. 




End of changes
