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First change
6.1.3.3
ProSe EPC-level Discovery charging data in ProSe Function (PF-ED-CDR)

If enabled, a ProSe EPC-level Discovery record shall be produced for each EPC-level discovery request for a specific user received from a ProSe enabled UE. Renewal requests for a specific user are captured in the same CDR as the initial request. The fields in the record are specified in table 6.1.3.3.1.

Table 6.1.3.3.1: ProSe Function EPC-level Discovery data (PF-ED-CDR)
	Field
	Category
	Description

	Record Type 
	M
	ProSe Function EPC-level Discovery record.

	Retransmission
	Oc
	This parameter, when present, indicates that information from retransmitted Accounting Requests has been used in this CDR.

	Served IMSI
	C
	IMSI of the served party.

	ProSe Function PLMN Identifier
	OC
	PLMN identity of ProSe function.

	Application ID
	Oc
	A globally unique identifier identifying a specific 3rd party application.

	ProSe Function ID
	Oc
	The FQDN that identifies a ProSe Function.

	ProSe Function IP Address
	Oc
	The IP address of the ProSe Function.

	Role of UE
	Oc
	role of the UE using ProSe, e.g. requestor UE, requested UE

	ProSe Request Timestamp
	Oc
	The time when ProSe Request is received from UE.

	PC3 EPC Control Protocol Cause
	Oc
	This field holds the particular reason why a Proximity request messages from the UE have been rejected by the ProSe Function.

	Requestor Application Layer User ID
	Oc
	The user identifier designated in 3rd party application for the user who initiate EPC-level ProSe discovery request.

	WLAN Link Layer ID
	Oc
	This field holds WLAN Link Layer ID.

	Requestor EPC ProSe User ID
	Oc
	The identifier generated in ProSe Function for UE who initiate EPC-level ProSe discovery request.

	Requested Application Layer User ID
	Oc
	The user identifier designated in 3rd party application for the user who is targeted in proximity request.

	Requested PLMN Identifier
	Oc
	The PLMN identifier of the user who is targeted in proximity request.

	Time Window
	Oc
	The time interval in minutes during which a proximity request is valid.

	Range Class
	Oc
	A range class for a specific proximity request.

	UE Location
	Oc
	The UE location with the best known accuracy (e.g. Cell ID or geo-location coordinates).

	Proximity Request Renewal Info Block List
	Oc
	This is a list of information blocks that are added by each of the  Proximity Request renewal messages captured in the CDR. The information block contains information of the renewal request, e.g. timestamp, time window, range class, and UE location. The definition of the information block is in table 6.1.3.3.2. 

	Proximity Alert Indication
	Oc
	Indication of whether proximity alert has been sent before proximity request cancellation.

	Proximity Alert Timestamp
	Oc
	The time stamp when proximity alert is sent, to indicate two UEs are in proximity.

	Proximity Cancellation Timestamp
	Oc
	The time stamp when proximity request cancellation is requested.

	Reason for Cancellation
	Oc
	The reason for cancellation of an EPC-level discovery request i.e. proximity alerted, time expired with no renewal, requestor cancellation.

	Charging characteristics

	M
	The Charging Characteristics applied to the ProSe EPC-Level discovery.

	Charging Characteristics Selection Mode
	OM
	Holds information about how Charging Characteristics were selected.

	Cause for Record Closing 
	M
	The reason for the release of record from this ProSe Function.

	Record Extensions
	Oc
	A set of network operator/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.


Table 6.1.3.3.2: ProSe Function EPC-level Discovery Proximity Request Renewal Info Block
	Field
	Category
	Description

	ProSe Request Timestamp
	Oc
	The time when ProSe Renewal Request is received from UE.

	Time Window
	Oc
	The time interval in minutes during which a proximity renewal request is valid.

	Range Class
	Oc
	A range class for a specific proximity renewal request.

	UE Location
	Oc
	The UE location with the best known accuracy (e.g. Cell ID or geo-location coordinates) at the time fo the renewal request.


End of the changes

