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******************************** Next change *********************************
7.7.1.3.6.2
End a media transmission – transmission control server initiated

Figure 7.7.1.3.6.2-1 describes the procedure for ending a media transmission during an MCVideo session by the transmission control server. Only two UEs involved in the session are shown for the simplicity.

Pre-condition:

1.
MCVideo session is established between MCVideo clients (client A and client B) and MCVideo server
2.
Transmission control is established between transmission control participants and transmission control server.

3.
Transmission control participant A and participant B have been granted the permission to transmit media and there are ongoing media transmission from transmission control participant A and participant B.
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Figure 7.7.1.3.6.2-1: End a media transmission by the transmission control server
1.
Transmission control server terminates the on-going media transmission from transmission control participant A due to a termination event (e.g. revoke for another priority media transmission or there are no receiving participants caused by ending the media reception or being overridden at the receiving participant.).
2.
Transmission control server sends a transmit media end request message to transmission control participant A indicating the reason for ending the media transmission.
3.
Transmission control participant A responds with a transmit media end reponse message to transmission control server as acknowledgement  

4.
Transmission control server sends a transmit media end notify message to transmission control participant B indicating that the media transmission from transmission control participant A is terminated by the transmission control server.
5.
The transmit media end notification shall cause the user of the transmission control participant B to be notified of the media transmission termination by the transmission control server.
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