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7.3.3.2
Video pull to self
7.3.3.2.1
General

Editor's Note: General functional description should be described here.
7.3.3.2.2
Procedure
Figure 7.3.3.2.2-1 describes procedures for an off-network MCVideo video pull, inititated by MCVideo user A at MCVideo client A with another MCVideo client B, to pull a video to MCVideo client A.

MCVideo client B can be an autonomous MCVideo client or can be a human controlled MCVideo client. In either case, following procedure should be followed.

Pre-conditions:

1.
MCVideo user A has initiated MCVideo video pull with MCVideo user B.

2.
MCVideo client A and MCVideo client B are members of the same ProSe Discovery group and are ProSe 1:1 direct communication capable.

3.
MCVideo client A has discovered MCVideo client B in proximity, associated with MCVideo user B, using ProSe Discovery procedures.

Editor's Note:
How the MCVideo client obtains the details of the video to pull is FFS.
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Figure 7.3.3.2.2-1: Off-network video pull to self
1.
The MCVideo client A sends a Private communication request towards the MCVideo client B. The Private communication request includes a video pull request and indicates MCVideo client A as the intended recipient of the video pull along with the details of the requested video. Private communication request contains the SDP offer.

2a.
The MCVideo client B notifies the MCVideo user B about the incoming video pull request.

2b. The MCVideo client B automatically accepts the video pull request, and sends a Private communication answer response indicating the acceptance of the video pull request. The Private communication answer response contains SDP answer.

NOTE 1:
Step 2a and step 2b can occur in any order.

3.
The MCVideo client A notifies MCVideo user A about the incoming Private communication answer response as an indication of acceptance of MCVideo video pull request.

4.
The MCVideo client A and the MCVideo client B establish the media plane for communication.

NOTE 2:
If a MCVideo client fails to establish the communication, the MCVideo client should send a Private communication failed response indicating the failure reason to the appropriate MCVideo client.

5.
Media is transmitted from MCVideo client B to MCVideo client A and presented to the MCVideo user A.

NOTE 3:
If a Private communication failed response is received by a MCVideo client, before or after establishing the media session, if already established, the session is terminated and the MCVideo user is notified about the failure and its reason, if any.
***** Next change *****
***** Next change *****
7.7.2.2
Information flows for off-network transmission control
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